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British Standard
Hand-held electric motor-operated tools

Part 2, Particular requirements

Section 2.13 Specification for planers

Outillage électrique portatif
Partie 2. Caractéristiques particuligres
Section 2.13 Raboteuses — Spécifications

Handgefiihrte Elektrowerkzeugei
Teil 2. Besondere Anforderungen
Abschnitt 2.13 Hobelmaschinen

IMPORTANT NOTE. Before reading this Section it is essential to read BS 2769 : Section 2.0 'General introduction and list of
Sections’ published separately.

Certification. Attention is drawn to the certification facilities offered by BSI described on the inside back page of this
standard.

Compliance with a British Standard does not of itself confer immunity from legal obligations.

1. Scope

This Section of BS 2769, together with the requirements of Part 1 to which reference is made, specifies requirements,
including safety requirements, for hand-held motor-operated planers.

NOTE. The title of the publication referred to in this standard is given on the inside back page.

2. Definitions
The definitions givenin BS 2769 : Part 1 : 1984 apply subject to the following addition to 2.9 and modification to 2.20.
Addition
2.9
The rated no-load speed is the speed obtained when the planer has been running idle for 10 min.
Modification

2.20 normal load. The load obtained when the planer is operated continuously, the load being such that the input
in watts, is equal to rated input.

NOTE 1. The normal load is based on the rated voltage or on the upper limit of the rated voltage range.

NOTE 2. For tests to be made under normal load, the working spindle of the motor may be loaded by means of a brake.

1

3. General requirement
Clause 3 of BS 2769 : Part 1 : 1984 shall apply.

4. General conditions for the tests
Clause 4 of BS 2769 : Part 1 : 1984 shali apply.
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5. Rating
Clause 5 of BS 2769 : Part 1 : 1984 shall apply.

6. Classification
Clause 6 of BS 2769 : Part 1 : 1984 shall apply,

7. Marking
Clause 7 of BS 2769 ; Part 1 : 1984 shall apply subject to the following modification to 7.1(k} and additions to 7.1
and 7.13,
Modification
7.1
Planers shall be marked with:
(k) rated no-load speed in revolutions per minute of the working spindle, marked on the name plate;

Addition

71
(1) indication of direction of rotation,
The direction of rotation of the working spindle shall be clearly indicated by an arrow, raised or sunk, or by any
other means no less visible and indelible.
7.13

When a planer is inverted and used as a stationary machine, the user shall be instructed to fit the movable guard
and to use a pushstick to avoid danger.
NOTE. This warning may be given in the instruction sheet,

8. Protection against electric shock
Clause 8 of BS 2769 : Part 1 : 1984 shall apply.

9. Starting
Clause 9 of BS 2769 : Part 1 : 1984 shall apply.

10. input and current .
Clause 10 of BS 2769 : Part 1 : 1984 shall apply subject to the following modifications to 10.1 and the test describe
in 10,2,

10.1 This subclause does not apply.
10.2

TEST. Compliance shall be checked by measuring the current taken by the tool operating under normal load after
the planer has been operating for 10 min,

11. Heating
Clause 11 of BS 2769 : Part 1 : 1984 shall apply subject to the following madification to paragraph 8 (including
items (a), (b) and (c¢}) of 11.1.

11.1, paragraph 8
The planer is operated for 30 min.

12. Leakage current
Clause 12 of BS 2769 : Part 1 : 1984 shall apply.

13. Radio interference suppression
Clause 13 of BS 2769 : Part 1 : 1984 shall apply.

14. Moisture resistance
Clause 14 of BS 2769 : Part 1 : 1984 shall apply.

15. Insulation resistance and electric strength
Clause 15 of BS 2769 : Part 1 : 1984 shall apply.

16. Endurance
Clause 16 of BS 2769 : Part 1 : 1984 shall apply. Documents
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