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British Standard .
Hand-held electric motor-operated tools

Part 2. Particular requirements

Section 2.14 Specification for hedge trimmers and scissor-type grass shears

Outillage électrique portatif
Partie 2. Caractéristiques particulidres
Section 2.14 Cisailles & haies et cisailles & gazon de type ciseaux — Spécifications

Handgefiihrte Elektrowerkzeuge
Teil 2. Besondere Anforderungen
Abschnitt 2.14 Heckenscheren und Grasscheren

IMPORTANT NOTE. Before reading this Section it is essential to read BS 2769 : Section 2.0 ‘General introduction and list of
Sections' published separately.

Certification. Attention is drawn to the certification facilities offered by BS| described on the inside back page of this
standard.

Compliance with a British Standard does not of itself confer immunity from legal obligations.

1. Scope

This Section of BS 2769, together with the requirements of Part 1 to which reference is made, specifies requirements,
including safety requirements, for hand-held electric motor-operated hedge trimmers and scissor-type grass shears.
NOTE. The title of the publication referred to in this standard is given on the inside back page.

2. Definitions
The definitions given in BS 2769 : Part 1 : 1984 apply subject to the following modification to 2.20.

2.20 normal load. The load obtained when the tool is continuously running idle, the shear blades being adjusted as
in normal use.

NOTE. The normat [oad is based on the rated voltage or on the upper limit of the rated voltage range.

3. General requirement
Clause 3 of BS 2769 : Part 1 : 1984 shall apply.

4. General conditions for the tests
Clause 4 of BS 2769 : Part 1 : 1984 shall apply.

5. Rating
Clause b of BS 2769 : Part 1 : 1984 shall apply.

6. Classification
Clause 6 of BS 2769 : Part 1 : 1984 shall apply.
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7. Marking

Clause 7 of BS 2769 : Part 1 : 1984 shall apply subject to the following additions to 7.1 and 7.13.

71
Hedge trimmers and grass shears shall be marked with a warning of the following substance:
Attention, Do not expose this tool to rain® and disconnect from the supply immediately if the supply cable is
damaged or cut®,
This requirement also applies to hedge trimmer or grass-shear accessories which can be fitted to multi-purpose tools.
The warhings shall be given in English.

NOTE 3. For hedge trimmers and grass shears other than those of the ‘ordinary’ type the first warning need not be marked on the
tool itself; for such designs the instructions as given in 7,13 are deemed to be sufficient,

7.13
Hedge trimmers and grass shears shall be accompanied by an instruction sheet in which the warnings marked on the

tool are repeated in more detail.
NOTE. An example of a more detailed warning is the statement that the tool must not be left outdoors during rain and that it must
not be used when wet,

8. Protection against electric shock
Clause 8 of BS 2769 : Part 1 : 1984 shall apply subject to the following addition of 8.6.

8.6 For class 11 hedge trimmers and for class || scissor-type grass shears, handles shall be either of insulating material or ‘
of metal having a fixed insulating covering complying with the requirements of 15.3, after the test specified in 19.3,

for supplementary insulation,

The handles shall be so designed that the risk of a hand of the user coming into contact with metal parts which are in
electrical contact with the shear blades, is obviated as far as possible.

These requirements apply also to hedge trimmer and scissor-type grass shear accessories for use in conjunction with
multi-purpose tools.
TEST. Compliance shall be checked by inspection and by the tests of clause 19.

9, Starting
Clause 9 of BS 2769 : Part 1 : 1984 shall apply.

10. Input and current
Clause 10 of BS 2769 : Part 1 : 1984 shall apply subject to the following modification to 10.1.

101
This subclause does not apply.

11. Heating _
Clause 11 of BS 2769 : Part 1 : 1984 shall apply subject to the following modification to paragraph 8 (including ‘
items (a), (b) and (cj) of 11.1.

11.1, paragraph 8
The tool is operated for 30 min.

12. Leakage current
Clause 12 of BS 2769 : Part 1 : 1984 shall apply.

13. Radio interference suppression
Clause 13 of BS 2769 : Part 1 : 1984 shall apply.

14. Moisture resistance
Clause 14 of BS 2769 : Part 1 : 1984 shall apply.

15. Insulation resistance and electric strength
Clause 15 of BS 2769 : Part 1 : 1984 shall apply.

16. Endurance
Clause 16 of BS 2769 : Part 1 : 1984 shall apply subject to the following addition to 16.2. .
16.2

NOTE 4, During the test, the shear blades are lubricated, as necessary, to avoid undue friction. DOC ume ntS

*Instead of these texts, internationally agreed symbols expressing the same meaning may be used.
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