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Hand-held electric motor-operated tools

Part 2. Particular requirements

Section 2.4 Specification for sanders

Outillage électrique portatif
Partie 2. Caractéristiques particuliéres
Section 2.4 Ponceuses — Spécifications

Handgefiihrte Elektrowerkzeuge
Teil 2. Besondere Anforderungen
Abschnitt 2.4 Schmirgelschleifmaschinen

IMPORTANT NOTE. Before reading this Section it is essential to read BS 2769 : Section 2.0 ‘General introduction and list of
Sections’ published separately.

Certification. Attention is drawn to the certification facilities offered by BSI described on the inside back page of this
standard.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
1. Scope

This Section of BS 2769, together with the requirements of Part 1 to which reference is made, specifies requirements,

including safety requirements, for hand-held electric motor-operated sanders. However disc-type sanders are covered in
Section 2.3.

NOTE. The titles of the publications referred to in this standard are listed on the inside back page.

2. Definitions
The definitions given in BS 2769 : Part 1 : 1984 apply subject to the following modification to 2.20.

2.20 normal load. The load obtained when the sander is operated continuously while sanding a horizontal softwood
surface, the sander being fitted with 80 grit aluminium-oxide abrasive paper and loaded with an additional weight
having a mass equal to 3 kg or the mass of the sander, whichever is the smaller, and moved backwards and forwards
over a distance of 500 mm, at a rate of 30 cycles per minute.

NOTE 1. The normal load is based on the rated voltage or on the upper limit of the rated voltage range.

NOTE 2. For tests to be made under normal load, a brake may be used instead of sanding the wooden surface. It is important that

the load caused by the brake is the same as that measured after the sander has been operating for a period of 2 min under normal
load.

3. General requirement
Clause 3 of BS 2769 : Part 1 : 1984 shall apply.

4. General conditions for the tests
Clause 4 of BS 2769 : Part 1 : 1984 shall apply.

5. Rating
Clause 5 of BS 2769 : Part 1 : 1984 shall apply.
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6. Classification
Clause 6 of BS 2769 : Part 1 : 1984 shall apply.

7. Marking
Clause 7 of BS 2769 : Part 1 : 1984 shall apply subject to the following addition to 7.1.
71
Belt-type sanders shall be marked with:
(1) indication of direction of rotation.

Moreover, for belt-type sanders, the direction of rotation of the belt shall be clearly indicated by an arrow, raised or
sunk, or by any other means no less visible and indelible.

8. Protection against electric shock
Clause 8 of BS 2769 : Part 1 : 1984 shall apply.

9. Starting
Clause 9 of BS 2769 : Part 1 : 1984 shall apply.

10. Input and current
Clause 10 of BS 2769 : Part 1 : 1984 shall apply.

11. Heating
Clause 11 of BS 2769 : Part 1 : 1984 shall apply.

12. Leakage current
Clause 12 of BS 2769 : Part 1 : 1984 shall apply.

13. Radio interference suppression
Clause 13 of BS 2769 : Part 1 : 1984 shall apply.

14. Moisture resistance
Clause 14 of BS 2769 : Part 1 : 1984 shall apply.

15. Insulation resistance and electric strength
Clause 15 of BS 2769 : Part 1 : 1984 shall apply.

16. Endurance
Clause 16 of BS 2769 : Part 1 : 1984 shall apply subject to the following addition to 16.2.

16.2

Orbital sanders and reciprocating sanders are operated while the platen, which is covered with an abrasive medium
in the reversed position, is resting on a steel plate, the platen being loaded with the mass of the sander only.

17. Abnormal operation
Clause 17 of BS 2769 : Part 1 : 1984 shall apply.

18. Mechanical hazards
Clause 18 of BS 2769 : Part 1 : 1984 shall apply subject to the following addition of 18.2.
18.2 For belt sanders fixed guards are required over the top run of the belt, the rear pulley and one side of the belt

and pulleys.
TEST. Compliance shall be checked by inspection and test with the test finger. It shall not be possible to insert the
1 test finger into the in-running nip between the belt and pulleys.

19. Mechanical strength
Clause 19 of BS 2769 : Part 1 : 1984 shall apply subject to the following addition to 19.1
19.1

The test of 19.3 is not made on belt-type sanders.

20. Construction

Clause 20 of BS 2769 : Part 1 : 1984 shall apply. D t
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AMD 6925

published and effective from 1 May 1992

to BS 2769 : Section 2.4 : 1984

Hand-held electric motor-operated tools
Part 2. Particular requirements
Section 2.4 Specification for sanders

= Amendment No. 1
[ ]

NOTE. The English language version of Harmonization Document
HD 400.2D S1 was implemented in the United Kingdom by the
publication of BS 2769 : Section 2.4 : 1984, This amendment
implements Amendment A1 to HD 400.2D S1.

Revised text

AMD 6925 Clause 7 Marking

Delete sentence 1 of clause 7 and substitute the following.

‘Clause 7 of BS 2769 : Part 1: 1984 shall apply subject to the following additions to 7.1 and 7.13.”
At the end of clause 7, insert the following.

7.13 Instruction shall be given for informing whether the sander is intended for wood-working. In such a case the sander
shall be accompanied by an instruction sheet stating how to connect the external collection equipment where applicable.’

AMD 6925 Clause 20 Construction
May 1992 . .
Delete sentence 1 of clause 20 and substitute the following.

‘Clause 20 of BS 2769 : Part 1 : 1984 shall apply subject to the addition of 20.22.

20.22 Sanders intended for wood-working shall have either integral suction devices or a device which allows the
connection of external collection equipment.

Compliance is checked by inspection.’
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