BS 2769 : Section 2.9: 1984

UDC 621.9.022-83-182.4:621.952.6-83

British Standard
Hand-held electric motor-operated tools

Part 2. Particular requirements

Section 2.9 Specification for tappers

Outillage électrique portatif
Partie 2. Caractéristiques particuliéres
Section 2.9 Appareils & tarauder — Spécifications

Handgefiihrte Elektrowerkzeuge
Teil 2. Besondere Anforderungen
Abschnitt 2.9 Gewindeschneider

IMPORTANT NOTE. Before reading this Section it is essential to read BS 2769 : Section 2.0 ‘General introduction and list of
Sections’ published separately.

Certification. Attention is drawn to the certification facilities offered by BSI described on the inside back page of this
standard.

Compliance with a British Standard does not of itself confer immunity from legal obligations.

1. Scope

This Section of BS 2769, together with the requirements of Part 1 to which reference is made, specifies requirements,
including safety requirements, for hand-held electric motor-operated tappers.

NOTE. The title of the publication referred to in this standard is given on the inside back page.

2. Definitions
The definitions given in BS 2769 : Part 1 : 1984 apply subject to the following modification to 2.20.

2.20 normal load. The load obtained when the tapper is operated intermittently, each cycle comprising a period of
operation of 10 min and a rest period of 10 min with the tapper switched off, the load during the periods of
operation being such that the input, in watts, is equal to rated input.

NOTE 1. The normal load is based on the rated voltage or on the upper limit of the rated voltage range.

NOTE 2. For tests carried out at normal load, the load may be applied by means of a brake.

3. General requirement
Clause 3 of BS 2769 : Part 1 : 1984 shall apply.

4. General conditions for the tests
Clause 4 of BS 2769 : Part 1 : 1984 shall apply.

5. Rating
Clause 5 of BS 2769 : Part 1 : 1984 shall apply.

6. Classification
Clause 6 of BS 2769 : Part 1 : 1984 shall apply.
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7. Marking
Clause 7 of BS 2769 : Part 1 : 1984 shall apply subject to the following additions to 7.1.
7.1
Tappers shall be marked with:
(1) maximum diameter, in millimetres, of the thread which can be cut.

NOTE 3. Unless otherwise indicated on the tapper, the marking for maximum diameter of thread which can be cut is related to
cutting a unified metric 1SO thread in steel having a tensile strength of 390 MPa (390 N/mm?) and a thickness of twice the thread
diameter.

8. Protection against electric shock
Clause 8 of BS 2769 : Part 1 : 1984 shall apply.

9. Starting
Clause 9 of BS 2769 : Part 1 : 1984 shall apply.

10. Input and current
Clause 10 of BS 2769 : Part 1 : 1984 shall apply subject to the following modification to 10.1 and 10.2.
10.1 This subclause does not apply.

10.2 If the tool is marked with rated current, the current taken by the tool shall not exceed the rated current by
more than 15 %.

TEST. Compliance shall be checked by measuring the current taken by the tool operating under normal load at the
end of the third period of operation.

11. Heating

Clause 11 of BS 2769 : Part 1 : 1984 shall apply subject to the following modification to paragraph 8 (including items (a),
(b) and (c)) of 11.1.

11.1, paragraph 8

The tool is operated for six periods of operation and the temperature rise is determined at the end of the sixth
period.

12. Leakage current
Clause 12 of BS 2769 : Part 1 : 1984 shall apply.

13. Radio interference suppression
Clause 13 of BS 2769 : Part 1 : 1984 shall apply.

14. Moisture resistance
Clause 14 of BS 2769 : Part 1 : 1984 shall apply.

15. Insulation resistance and electric strength
Clause 15 of BS 2769 : Part 1 : 1984 shall apply.

16. Endurance
Clause 16 of BS 2769 : Part 1 : 1984 shall apply.

17. Abnormal operation
Clause 17 of BS 2769 : Part 1 : 1984 shall apply.

18. Mechanical hazards
Clause 18 of BS 2769 : Part 1 : 1984 shall apply.

19. Mechanical strength
Clause 19 of BS 2769 : Part 1 : 1984 shall apply.

20. Construction
Clause 20 of BS 2769 : Part 1 : 1984 shall apply.

21. Components

Clause 21 of BS 2769 : Part 1 : 1984 shall apply. Documents
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