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BS 2782 : Part 0 : 1982

British Standard Methods of testing
Plastics

Part 0. Introduction

1. Scope

This Part of this British Standard gives a general introduc-
tion to BS 2782, which describes a range of methods for
testing plastics. The individual methods published in

BS 2782 are listed in appendices C and D. Recommenda-
tions for the presentation of plastics design data are given
in BS 4618, the individual sections of which are listed in
appendix E for the convenience of users of plastics
materials, as the test methods described in BS 2782 may
not always be adequate for the production of design data.

2. References

" The following standards publications are referred to in this
Part of this British Standard:

BS 1765 Glossary of terms used in the plastics industry
BS 2782 Methods of testing plastics
Part 9 Sampling and test specimen preparation
Part 10 Glass reinforced plastics
Method 1004 Standard atmospheres for
conditioning and testing
Schedule of common names and abbreviations
for plastics and rubbers
The International System of units (Sf)
Water for laboratory use
Methods of test for rigid cellular materials
Methods of test for flexible cellular materials
Recommendations for the presentation of
plastics design data
Plastics — Standard atmospheres for
conditioning and testing
Standard atmospheres for conditioning
and/or testing — Specifications
ISO 3205 Preferred test temperatures

3. Content and usage of BS 2782

BS 2782 provides a rationalized collection of methods for
testing plastics materials and includes tests that are applied
to moulding and extrusion compounds, synthetic resins,
reinforced plastics, semi-fabricated products such as sheet,
film, rod and tube, and finished articles in the form of
mouldings and extrusions. Many of the methods are
restricted to one set of conditions, and are not necessarily
adequate for the production of design data; attention is
therefore drawn to BS 4618. Many of the methods are not
suitable for cellular plastics and attention is drawn to

BS 4370 and BS 4443.

BS 3502

BS 3763
BS 3978
BS 4370
BS 4443
BS 4618

1SO 291

ISO 6554

Where there is no material or product standard, it is
recommended that use be made, as far as practicable,

of the methods in BS 2782, For particular materials some
variation in a method may be necessary and details of the
variation are to be stated in the material or product
standard where this exists. The variations should be
referred to, or detailed, in the test report.

IMPORTANT NOTE. The methods specified in BS 2782 : Part 1,
relating to fire tests, are small-scale aboratory tests and are solely
for assistance in monitoring consistency of production, They are

not for use as a means of assassing the potential fire hazard of a
material in use,

4. Definitions

In general the terminology used in BS 2782 is in
accordance with BS 1755 and BS 3502,

It is the custom in the plastics industry to refer to ‘the
property of a moulding material” as meaning ‘the property
of a test moulding made from the moulding material’,

5. Units

Numerical values in BS 2782 are normally expressed in the
units of the Systéme International d’Unités (Sl units)
described in BS 3763.

6. Apparatus and reagents

Wherever possible, apparatus used should comply with the
requirements of the appropriate British Standard. Reagents
should be of recognized analytical reagent quality unless
otherwise stated, and distilled or demineralized water
should be used wherever water is specified (see BS 3978).

7. Sampling

In cases where special precautions are needed to ensure
that the test pieces adequately represent the properties of
the material in bulk, a sampling procedure is normally
specified in the standard for the material.

8. Number of test pieces

It is recognized that specifications for test programmes
may sometimes require use of different numbers of test
pieces from those given in BS 2782. For example,

in ptoduction, a more informative and accurate result may
be obtained if fewer test pieces are taken from one article
but more articles are tested. It should be noted, however,
that in general the use of fewer test pieces yields less
reliable results.
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9. Preparation of test pieces

Preparation of test pieces is often one of the most critical
stages of the test procedure, and the specified conditions
of preparation should be closely adhered to. In general the
procedure adopted enables a test piece representative of
the material under test to be obtained with minimal effect
on the properties of the material. Test piece preparation is
normally referred to in each method described in BS 2782,
in some instances by reference to standards for the
materials or products. BS 2782 : Part 9 describes general
methods of preparation. It should be noted that where no
British Standard or other recognized specification exists
the procedure should be as agreed between the interested
parties.

10. Direction of testing

The properties of certain types of sheet material may vary
with direction in the plane of the sheet. In practice it is
usual to cut two groups of test pieces with their major
axes respectively parallel and perpendicular to the
direction of some feature of the sheet that is either visible
or inferred from a knowledge of the method of its
manufacture.

For a particular test the direction of testing is the direction
of the long axis of the test piece, unless otherwise stated.

11. Report

When referring to a test procedure it is necessary to quote
the full reference by giving the number of this British
Standard, the method number and date,

e.g. BS 2782 : Method 643A : 1976.

The test piece dimensions and test conditions specified in
BS 2782 have often been adopted on an arbitrary basis
and if they are not strictly observed the test results are
liable to be affected. Should the dimensions of the test
pieces, or the test conditions, be varied for any reason,

it is essential to give details of the variation(s) in the test
report.

Table 1. Conditioning atmospheres
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12. Standard atmospheres for conditioning
and testing

The properties of plastics may alter considerably with
changes in temperature and relative humidity. It is usually
necessary to condition test pieces before testing, in addition
to controlling the atmosphere during testing, in order to
improve the reproducibility of test results. As large a
surface as possible of each test piece should be exposed

to the conditioning atmosphere.

Where appropriate, the test method specifies the condition-
ing procedure. The standard atmospheres for conditioning
and testing given in appendix A are to be used whenever
possible.

For convenience, the relevant parameters of appendix A
are given in table 1, The designations A to E are those used
in the corresponding table in the 1975 edition of this Part
of this standard; differences between the two tables are
noted below table 1.

Details of the conditioning and testing of all plastics and
all types of test specimen under approximately normal
ambient atmospheric conditions are given in appendix A.

Special atmospheres applicable to a particular test or
material or simulating a particular climatic environment
are not included in appendix A. It should be noted that
Method 1004 applies to glass reinforced plastics only.

13. Preferred test temperatures

It is sometimes necessary to carry out tests at temperatures
different from those given in the test methods. In such
cases, the temperatures of test should be selected from the
temperatures given in appendix B.

Temperatures other than those given in appendix B may
be used only when this is considered essential for technical
reasons.

Conditioning procedure Temperature Relative Duration of
humidity conditioning,
min.,
°c % h
A. For use when control of temperature and |23+ 2 50tb 88*
humidity is necessary; normal tolerances ’
B. For use when control of temperature only |23 % 2 Ambient 41
is necessary; normal tolerance humidity
C. As A, but with close tolerances 23+1 50+ 2 ag*
D. As B, but with close tolerances 23 %1 Ambient 4t
humidity
E. For use when control of temperature or Prevailing ambient atmospheric conditions
humidity is not necessary

*88 h to 94 h in the 1975 edition of this Part of this standard.
tNot less than 3 h in the 1975 edition of this Part of this standard.
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Appendix A

Standard atmospheres for conditioning and testing plastics

NOTE. This appendix is identical, except for the addition of A as a prefix to the clause numbers, with 1SO 291-1977 'Plastics — Standard
atmospheres for conditioning and testing’ published by the International Organization for Standardization {1S0). .

Terminology and conventions. The text of the international standard has been approved as suitable for publication as
appendix A of this Part of this British Standard without deviation. Some terminology and certain conventions are not

identical with those used in British Standards; attention is especially drawn to the following.
Wherever the words ‘International Standard’ appear, referring to this appendix, they should be read as ‘appendix’.
The comma has been used throughout as a decimal marker. In British Standards it is current practice to use a full point

on the baseline as the decimal marker.

Cross-references. There is no corresponding British Standard to 1SO 554 ‘Standard atmospheres for conditioning and/or
testing — Specifications’, referred to in A.1. 1ISO 554 is, however, referred to for information only, so the validity of this

appendix is not affected.

A.1 SCOPE AND FIELD OF APPLICATION

This International Standard sets out specifications relating
to the conditioning and testing of all plastics and all types
of test specimen under approximately normal ambient
atmospheric conditions.

Special atmospheres applicable to a particular test or
material or simulating a particular climatic environment are
not included in this International Standard.

NOTE — This Internationat Standard has been prepared taking into
consideration 1SO 554, Standard atmospheres for conditioning
and/or testing — Specifications.

A.2 DEFINITIONS

A.2.1 conditioning atmosphere:The atmosphere in which a
sample or test specimen is kept before being subjected to
test.

A.2.2 test atmosphere' The atmosphere to which a sample
or test specimen is exposed throughout the test.

NOTE — Both of these atmospheres are defined by specified values
for temperature, relative humidity and pressure,

A.2.3 conditioning:The whole series of operations intended
to bring a sample or test specimen into a state of equilib-
rium with regard to temperature and humidity.

The “‘conditioning procedure’ is defined by the ‘con-
ditioning atmosphere” and the “period of conditioning”.

A.3 STANDARD ATMOSPHERES

If humidity has no influence on the properties being
examined, the relative humidity may be uncontrolled.
The two corresponding atmospheres are designated ‘“at-
mosphere 23"’ and “atmosphere 27" respectively.

Similarly, if neither temperature nor humidity has any
influence on the properties being examined, the temper-
ature and relative humidity may be uncontrolled. in this
case the atmosphere is termed the "“ambient atmosphere”,

NOTE — In the special case where the plastic material is, or has to
be, used at the same time as other materials, an atmosphere of
20°C/65 % relative humidity may be permitted to be used
after agreement between the interested parties or if expressly
specified.

A.4 TOLERANCES

Temperature hRel?;l've Pressure Remarks
Designation umidity
°C % kPa
Atmosphere 23 50 Recommended
23/50 86 atmosphere
to
Atmosphere 106 For tropical
27 65
27/65 countries

These atmospheres are to be used only when the properties
of the samples or test specimens are influenced by both
temperature and humidity.

Temperature Relative humidity
Tolerances
°C %
Norma +2 + 6
Close +1 +2
NOTES

1 Usually, the tolerances are coupled as pairs, i.e. normal tolerance
for both temperature and relative humidity or close tolerance on
both.

2 These tolerances apply to the working space of the test enclosure
or conditioning enclosure and inciude both the variation with
position in the enclosure and fluctuation with time.

A.5 CONDITIONING

The period of conditioning shall be stated in the relevant
specifications for the materials,

NOTES

1 When the periods are not stated in the appropriate International
Standard, the following shall be adopted :

a) a minimum of 88h for atmospheres 23/60 and 27/65;
b} aminimum of 4 h for atmospheres 23 and 27.

2 For particular tests and for plastics or test specimens that are
known to reach temperature and humidity equilibrium either
very rapidly or very siowly, a shorteg.or longer time for the
conditioning period may be specified chmaﬂisr
national Standard (see the an ie.')
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A.6 TESTING In all cases, the test shall be made immediately after the ‘
. - . ' . removal of the test specimens from the conditioni
Unless otherwise specified, the specimens shall be tested in p onditioning
. . . enclosure. -
the same atmosphere in which they have been conditioned.
ANNEX

ATTAINMENT OF EQUILIBRIUM MOISTURE ABSORPTION BY PLASTICS
IN A CONDITIONING ATMOSPHERE

The amount of moisture absorbed and its rate of absorption by a test specimen conditioned in a humid atmosphere vary
significantly according to the nature of the plastic material being examined, ’

The normal conditions for conditioning established in this International Standard (see clause 5) are generally satisfactory,
with the following exceptions :

— materials that are known to reach equilibrium with their conditioning atmosphere only after a long period of time
(for example, certain polyamides);

— new materials or those of unknown structure, for which neither the capacity for absorbing moisture nor the time
required for reaching equilibrium can be estimated beforehand.

In the two latter cases, one may either
a) dry the material at a high temperature, or
b} condition the test specimens at 23 = 2 °C and 50 * 5 % relative humidity until equilibrium is reached.

Procedure a) has the disadvantage that certain property values, in particular mechanical ones, are different in the dry state
from those obtained after conditioning in the atmosphere 23/50.

In the case of procedure b), one of the following criteria may be suitable :

1) constant mass is attained within 0,1 % for two determinations made at an interval of d2 weeks (d being the thickness,
in millimetres, of the test specimen);

2} for certain polymers, it is sufficient to prepare a mass/time curve with intervals of time much less than d2 weeks and ‘
to consider that a practical equilibrium is reached when the slope of the curve, expressed as a percentage, is equal to 0,1.
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Appendix B

Preferred test temperatures

NOTE. This appendix is identical, except for the addition of B as a prefix to the clause numbers, with 1SO 3205-1976 ‘Preferred test
temperatures’ published by the International Organization for Standardization (ISO).

Terminology and conventions. The text of the international standard has been approved as suitable for publication as
appendix B of this Part of this British Standard without deviation. Some terminology and certain conventions are not
identical with those used in British Standards; attention is especially drawn to the following.

Wherever the words ‘International Standard’ appear, referring to this appendix, they should be read as ‘appendix’.

Cross-references. There is no corresponding British Standard to !1SO 554 ‘Standard atmospheres for conditioning and/or
testing — Specifications’, referred to in B.2.1. and B.3. ISO 554 is, however, referred to for information only, so the
validity of this appendix is not affected.

B.1 SCOPE AND FIELD OF APPLICATION B.2.2 Preferred test temperatures (in addition to the
temperatures of the standard atmospheres for conditioning

This International Standard specifies preferred temperatures and/or testing, see B.2.1).

for use in testing.

Degrees Celsius
The aim of this International Standard is to rationalize,

harmonize and simplify the choice of temperatures in the - 269
future. T 196 1 e note 1

- 161

. e . - 70

In drawing up test methods and specifications, the tempera- - &5

tures chosen should, as far as possible, be taken from these - 40

preferred temperatures. It is permissible nevertheless to use - 925

other temperatures when this is considered essential for - 10

technical reasons. 0
+ 5 } see note 2

A list of additional temperatures taken from international 25

technical documents is given in an annex. These tempera- 40

tures either represent existing practice or are chosen to 55

meet particular technical needs. It is hoped for the future 70

that consideration will be given to using the temperatures 85

given in the lists in clause B.2 as far as technical considera- 100
tions permit when revising international documents. 105 } see note 2

125

if no technically suitable temperature exists in the [ists in 150

clause B.2, consideration should next be given to tempera- 175

tures in related fields in the list in the annex. 200

225

250

275

B.2 PREFERRED TEMPERATURES 300

' 350

400

B.2.1 Temperatures of standard atmospheres for condition- 450

ing and/or testing {according to 1SO 554, Standard atmos- 500

pheres for conditioning and/or testing — Specifications) 600

700

800

23°C 900

27°C 1000

20°C

NOTES

NOTE — The temperature of the standard atmosphere for 1 Below —75 °C, the temperatures are fixed in terms of the boiling

conditioning and/or testing recommended in temperate countries
is 23°C; the temperature of 27 °C is chiefly used in tropical and
subtropical countries and the temperature of 20 °C is used only in
particular fields,

Further specifications are given in 1SO 554.

point of pure substances at ambient pressure (helium, nitrogen,
methane).

2 The choice between 0°C and + 5°C, or between 100 °C and
105 °C, may depend on whether the change of state of water is

important in the particular test concerneDoc u m e nts
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B.3 TOLERANCES

In the absence of special provisions, particularly concerning
closer tolerances, the following tolerances should be used :

Below — 75 °C, the tolerances depend essentially on the
equipment used.

From =75 °C to 1000 °C, the tolerances are given in
the adjacent table,

In general, these tolerances are sufficient. However, closer
or, exceptionally, wider tolerances may be specified.

For the temperatures of standard atmospheres for .
conditioning and/gr testing, 1SO 554 specifies an ordinary
tolerance of £2 "C and a reduced tolerance of + 1 °C.

Temperatures Tolerances
°c °c

~75 <0< 0 * 3

0s0< 105 £ 2
105<¢ < 200 + 3
200< 8 < 400 £ 5
400 <0 < 750 +10
750 < ¢ < 1000 +15

ANNEX

LIST OF TEMPERATURES USED IN PARTICULAR FIELDS

Degrees Celsius

These temperatures are taken from documents prepared by the following ISO Technical Committees : TC6 — 17 — 20 —
35—-38— 45 — 61 —71 —77 — 106 — 122 and by the following Committees of the IEC ; 15 — 50,

. Full document details: BS 2782-0:1982

65
62
54
50
35
20
18
2
10
15
30
37
38
45
50
60
80
90
120
130
140
155
160
180
190
220
230
315
320
630
750
950
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