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Part 1. Thermal properties

Method 150B. Determination of cold flex temperature
of flexible poiyvinyi compound

Méthodes d’essai des matiéres plastiques
Partie 1. Caractéristiques thermiques
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Prafverfahren fiir Kunststoffe
Teil 1. Thermische Eigenschaften

Verfahren 150B. Bestimmung der Kaltverformungstemperatur von biegbaren Polyvinyl-Verbindungen

IMPORTANT NOTE. Before reading this method it is essential to read the foreward, general introduction and instructions to 8S 2782,

issued separately.

0. Introduction

Method 150B is one of a series of methods described

in BS 2782 for assessing the effect of temperature
{particularly low temperature) on the properties of
non-rigid plastics materials. The other methods which have
been published are Method 150A which deals with the
stiffness in torsion as a function of temperature, and
Method 150D which deais with the cold crack temperature
of film and thin sheeting.

Method 150A is based on ISO/R 458, Method 150B is a
revision of method 104B of BS 2782 : 1970 and
Methced 150D is essentially method 10 of BS 3424.
Method 150C ‘Low temperature extensibility of flexible
polyvinyl chloride sheet’ is proposed as a revision of
method 104C of BS 2782 : 1970 and is stiil under
preparation.

Method 150B determines the temperature at which a test
piece deflects through an angle of 200 ° under a fixed
torque, whereas Method 15CA measures stiffness in torsion
at one or more agreed temperature(s). Similar apparatus
and procedures are used for Methods 150A and 1508 but
the latter is quicker to carry out.
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1. Scope

The method applies to flexible polyvinyl chioride in any
form from which a test piece 1.3 mm thick can be prepared.
It provides a value for the temperature at which the material

becomes substantially flexibie when heated from a stiff
condition.

2. References

The following standards publications are referred to in this
method.

BS 27382 Methods of testing plastics

Foreword, general introduction and
instructions : 1975

Method 150A : 1976 Determination of
stiffness in torsion as a function of
temperature

Method 150D : 1976 Determination of cold
crack temperature of film and thin sheeting
BS 3424

ISO/R 458

Methods of test for coated fabrics

Plastics — Determination of stiffness in
torsion as a function of temperature.
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3. Principle

This method describes a procedure for assessing the effect

of relatively low temperatures on the stiffness of polyvinyl
chloride compounds by measuring the angular deflection
under a specified torque of a strip of material over a range

of temperatures and determining graphically the temperature
at which the deflection is 200 °.

4. Apparatus and heat transfer medium
The following apparatus is required.

4.1 Testing machine capable of exerting a torque of

0.057 N m on the test piece immersed in a heat transfer
medium. This torque can be achieved by using two 50 g
weights acting on the circumference of a pulley {see figure 1)
of 115 mm diameter, assuming that friction is negligible.

4.2 Dewar flask to contain the heat transfer medium.

4.3 Heat transfer medium which shall not soften or
otherwise affect the test piece. For operation at low
temperatures, industrial methylated spirit cooled by solid
carbon dioxide is generally suitable. Other suitable liquids
are n-hexane and silicone oil.

If no suitable liquid heat transfer medium exists, air may be
used, provided adequate precautions are taken to ensure that
the test piece temperature is accurately known.

4.4 An efficient stirrer, an electric immersion heater to
control the temperature, and means of measuring the
temperature adjacent to the test piece.

NOTE. A suitable apparatus is shown schematically in figure 1.

It sivould ba noted that for operation at low temperatures, it may

be necessary to heat the lower bearing to prevent deposition of
frost and ensure free movement.

5. Test pieces

Use two test pieces.

Use test pieces each 65 mm long, of uniform width
between 6.2 mm and 6.4 mm, and 1.30 0.08 mm thick,

prepared under conditions specified in the relevant British
Standard for the material.

6. Conditioning

No conditioning is required, but test pieces should be kept
at room temperature for 24 £ 3 h immediately before
testing.

7. Procedure

Measure the thickness of the test piece to the nearest
0.01 mm, and the width to the nearest 0.02 mm.

Mount the test piece so that it is not under tension at the
lowest temperature, the clamps cover its full width and the
free length between them (span) is known 10 the

nearest 0.5 mm. Ensure that the long axis of the test piece
coincides with the axis of rotation of the upper clamp.

Start the test at a temperature which would give an angular
deflection of approximately 30 ° After not less than 3 min
apply a torque of 0.057 N m, and after 5 s clamp the
puliey and read the deflection, § °. Return the puiley to
zero.

Raise the temperature at a rate of approximately 2 °C/min,
taking further readings of deflection at intervals of 5 °Cor
less, each reading being made after application of the
tarque for 5 s. Stop taking readings when a deflection of
400 ° is reached.

8. Calculation and expression of results

Plot a graph of angular deflection against temperature and
read off the temperature corresponding to a deflection
of 200 °.

Make a deduction of 0.5 °C for each 0.025 mm of thickness
of the test piece above 1.300 mm, or an addition of 0.5°C
for each 0.025 mm below 1.300 mm.

Record the arithmetic mean of the results on two test
pieces as the cold flex temperature of the material under
test.

9. Test report
The test report shall include the foltowing particulars.

(a) Complete identification of the material tested,
including type, source, manufacturer’s code numbers,
previous history etc.

(b} A reference to this British Standard method, i.e.
BS 2782 : Method 150B : 1976.

(c) The cold fiex temperature.

{d) The method of preparation of the test piece, and the
time interval between preparation and test.
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