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National foreword

This British Standard was published by BSI. It is the UK implementation of
ISO 6721-5:1996, incorporating amendment 1:2007. It is one of a ten part
series of methods of determination of the dynamic mechanical properties of
rigid plastics. Part 1 of is an introductory section which includes the
definitions and all aspects that are common to the individual test methods
described in the subsequent versions.

The start and finish of text introduced or altered by amendment is indicated in
the text by tags (A]. Tags indicating changes to ISO text carry the number
of the ISO amendment. For example, text altered by ISO amendment 1 is
indicated in the text by &

The UK participation in its preparation was entrusted to Technical Committee
PRI/21, Testing of plastics.

A list of organizations represented on PRI/21 can be obtained on request to its
secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard, having  Amendments issued since publication
been prepared under the

direction of the Sector Board
for Materials and Chemicals,
was published under the
authority of the Standards 16994 30 March 2007 |See national foreword
Board and comes into
effect on

15 December 1996

Amd. No. | Date Comments

© BSI 2007

ISBN 0 580 27085 6 Documents

Document Sharing Hub

Full document details: BS 2782-3:Method 323B:1996


http://dx.doi.org/10.3403/00037491U
http://dx.doi.org/10.3403/BSENISO6721
http://www.avadocuments.com/doc/bs-2782-3-method-323b-1996
http://www.avadocuments.com/doc/bs-2782-3-method-323b-1996

BS 2782-3:Method 323B:1996

Contents
Page
National Foreword Inside front cover
Foreword 111
Text of BS ISO 6721-5:1996 1
Documents

Document Sharing Hub
© BSI 2007 1

Full document details: BS 2782-3:Method 323B:1996


http://dx.doi.org/10.3403/00037491U
http://www.avadocuments.com/doc/bs-2782-3-method-323b-1996
http://www.avadocuments.com/doc/bs-2782-3-method-323b-1996

Documents
.. blank Document Sharing Hub
11

Full document details: BS 2782-3:Method 323B:1996


http://www.avadocuments.com/doc/bs-2782-3-method-323b-1996
http://www.avadocuments.com/doc/bs-2782-3-method-323b-1996

Full document details: BS 2782-3:Method 323B:1996

BS 2782-3:Method 323B:1996

INTERNATIONAL ISO
STANDARD 6721-5

First edition
1996-05-15

Plastics — Determination of dynamic
mechanical properties —

Part 5:
Flexural vibration — Non-resonance method

Plastiques — Détermination des propriétés mécaniques dynamiques —

Partie 5: Vibration en flexion — Méthode hors résonance
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