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National foreword

This method has been prepared under the direction of the Plastics Standards
Policy Committee and is identical with ISO 9352 : 1989 ‘Plastics — Determination
of resistance to wear by abrasive wheels’, published by the International
Organization for Standardization (ISO). For determination of the abrasion
resistance of rubbers, attention is drawn to BS 903. ‘Methods of testing
vulcanized rubber : Part A9 Determination of abrasion resistance’.

Cross-references

International standard Corresponding British Standard

BS 903 Methods of testing vulcanized rubber

ISO48: 1979 Part A26 : 1969 Determination of hardness
(Technically equivalent)
BS 2782 Methods of testing plastics

ISO 291 : 1977 Part 0 : 1982 Introduction
(Appendix A is identical)

ISO 293 : 1986 Method 901A : 1988 Compression moulding test
specimens of thermoplastic materials
(Identical)

ISO 294 : 1975 Method 910A : 1977 Injection moulding test specimens of
thermoplastic materials
(Identical)

ISO295: 1974 Method 902A : 1977 Compression moulding test
specimens of thermosetting materials
(Identical)

The related British Standard to ISO 2818-1980 is BS 2782 : Method 930A : 1977
‘Preparation of test specimens by machining’, which is identical with the 1974
edition of ISO 2818. A revision of ISO 2818-1980 is in preparation and is expected
to be more acceptable as a basis for revision of BS 2782 : Method 930A : 1977.
Meanwhile, BS 2782 : Method 930A : 1977 is considered by the Technical
Committee to be suitable for cross-reference for the purposes of BS 2782 :
Method 370 : 1990.

The related British Standard to ISO 6506 : 1981 is BS 240 : 1986 ‘Method for
Brinell hardness test and for verification of Brinell hardness testing machines’,
which is considered by the Technical Committee to be suitable for cross-reference
for the purposes of BS 2782 : Method 370 : 1990.

The related British Standard to ISO 6507-1 : 1982 is BS 5600 : Part 4 : Section 4.6 :
1987 ‘Vickers hardness test’, which is considered by the Technical Committee to
be suitable for cross-reference for the purposes of BS 2782 : Method 370 :1990.

There is no British Standard corresponding to ISO 6601 : 1987, which was
published with UK participation and approval and is considered by the Technical
Committee to be acceptable for cross-reference for the purposes of BS 2782 :
Method 370 : 1990.

Warning note. This British Standard method, which is identical with ISO 9352,
does not necessarily detail all the precautions necessary to meet the
requirements of the Health and Safety at Work etc. Act 1974. Attention should be
paid to any appropriate safety precautions and the method should be operated
only by trained personnel.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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