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IMPORTANT NOTE. Before reading this method it is essential to read the foreword, general introduction and instructions to BS 2782,

issued separately.

National foreword

This method, which has been prepared under the direction
of the Plastics Standards Committee, is identical with

ISO 4610, ‘Plastics — Vinyl chloride homopolymer and
copolymer resins — Sieve analysis using air-jet sieve
apparatus’.

Terminology and conventions. The text of the inter-
national standard has been approved as suitable for
publication, without deviation, as a British Standard.
Some terminology and certain conventions are not
identical with those used in British Standards;
attention is especially drawn to the following.

The comma has been used throughout as a decimal marker.

In British Standards it is current practice to use a full
point on the baseline as the decimal marker.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be interpreted
as ‘British Standard’.
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Cross-reference. The following international standard is
referred to in the text and for it there is a corresponding
British Standard; this is as given below:

International standard

1ISO 565—-1972

Corresponding British Standard

BS 410 : 1976 Specification for
test sieves (related: see note)
NOTE. The BSI committee responsible for this standard has
confirmed that technical requirements arising from the reference to

ISO 565 are satisfied by the use of sieves complying with the
requirements of BS 410.

Warning note. This British Standard method, which is
identical with 1SO 4610, does not necessarily detail

all precautions necessary to meet the requirements of
the Health and Safety at Work etc. Act 1974. Attention
should be paid to any appropriate safety precautions,
and the method should be operated only by trained
personnel.
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1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies a method for the
determination of the sieve retention and particle size
distribution of vinyl chloride homopolymer and copo-
lymer resins prepared by the ‘‘suspension” and “bulk’
processes. Control of these characteristics can help to
ensure consistency of supply and predictable processing
behaviour.

2 REFERENCE

ISO 565, Test sieves — Woven metal wire cloth and
perforated plate — Nominal sizes of apertures.

3 DEFINITION

For the purpose of this International

following definition applies :

Standard, the

sieve retention : The percentage of the mass of resin
remaining on the sieve after the test.

4 SAMPLING

A sample shall be taken which is representative of the
resin as delivered and of sufficient size to permit the
determination of the size distribution (for each sieve a
duplicate determination is conducted on the sample).

Generally, 259 shall be used for each sieve test. For
fine particle resins, smaller quantities may be used, for
example 10 g.

5 SAMPLE PREPARATION

Unless otherwise agreed, the sample shall be tested as
received (i.e. as delivered).

If the sample is not tested on the day of receipt, it shall
be kept in a sealed container under cool and dry conditions.

To prevent difficulty in sieving caused by electrostatic
charging of the resin, an antistatic agent, for example
0,1% (m/m) of gamma alumina', may be added to the
resin at the start of the test.

6 APPARATUS

6.1 Sieves, circular, having a sieving surface corresponding
to a diameter of 200 mm. The sides and mesh of the sieve
are metal. The mesh is defined in ISO 565. The choice of
mesh aperture depends on the requirements and the particle
size distribution of the resin to be examined.

NOTE — A suitable method of cleaning sieves is to use an ultrasonic
cleaning device containing water and a detergent.

6.2 Air-jet sieve apparatus (see figure) consisting of a
casing to contain a sieve (6.1), in the lower part of which
are an outlet, to which vacuum may be applied, and an air
inlet. The casing is covered with a transparent lid.

The air inlet is fitted with a rotating jet consisting of a
slot-shaped nozzle arranged radially beneath and very close
to the sieve mesh, so that when in rotation it blows air
continuously through the sieve to keep the particles
suspended.

The exhaust air pulls the finer particles through the sieve.
The flow of air can be controlled by adjusting the working
pressure, measured at the outlet; this may be achieved by
means of an adjustable slot on the vacuum attachment.

6.3 Timer (or stopwatch) which indicates minutes and
seconds and is equipped, if required, with a disconnecting
switch for the motor of the sieve apparatus (6.2).

6.4 Balance, accurate to * 0,05 g.

7 PROCEDURE

Securely and separately fix each of the sieves (6.1) into the
sieve apparatus (6.2).

Weigh the material to be sieved, to the nearest 0,1 g,
transfer it onto the sieve, and place the transparent cover
on the sieve apparatus.

Regulate the flow of air to give a partial vacuum of 2,5 kPa
(for example by means of an adjustable slot on the vacuum
attachment — see 6.2).

Operate the motors of the sieve apparatus and the vacuum
device for 4 min £ 15 s for each sieving test.

NOTE — The accuracy and precision of the method are not as
good when the screen residue is small (less than 5 %, for example).
In such cases it is of interest to extend the sieving time (to 10 or
even 15 min). However, for reference purposes (in particular for
designation) the value obtained after 4 min + 15s shall be used.

After switching off the motors, weigh the residue on the
sieve to the nearest 0,1 g (for example by weighing the sieve
and its contents and subtracting the tare).

Carry out a second determination under the

conditions.

same

8 EXPRESSION OF RESULTS

8.1 Calculation
Each sieve retention, R, is calculated, as a percentage, by

the formula

m,
R =——x100
mq
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1) Degussa P 110 C | aluminium oxide is an example of a suitable quality.
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