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IMPORTANT NOTE. Before reading this method it is essential to read the foreword, general introduction and instructions to

BS 2782, issued separately.

National foreword

This method has been prepared under the direction of the
Plastics Standards Committee, and is identical with

ISO 3521 ‘Plastics — Polyester and epoxy casting resins —
Determination of total volume shrinkage’.

Terminology and conventions. The text of the international
standard has been accepted as suitable for publication,
without deviation, as a British Standard. Some terminology
and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the
following.

The comma has been used throughout as a decimal marker.
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In British Standards it is current practice to use a full point
as the decimal marker.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as ‘British
Standard’.

Warning note. This British Standard method, which is
identical with 1SO 3521, does not necessarily detail all
precautions necessary to meet the requirements of the
Health and Safety at Work etc. Act 1974. Attention should
be paid to any appropriate safety precautions and the
method should be operated only by trained personnel.
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BS 2782 : Part 6 : Mehtod 644A : 1979

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies a method for deter-
mining the total volume shrinkage of polyester and epoxy
casting resins.

2 PRINCIPLE
The density of the casting resin is determined

a) at the moment of mixing the components at the
reaction temperature, but excluding reactive initiators
(see note 1in 5.1.2) in the measurement for unsaturated
polyester resins;

b) after curing and conditioning to 23 °C.

The total volume shrinkage is calculated from the percent-
age change in density.

For components reacting at elevated temperatures, the
density at the moment of mixing is determined by making
buoyancy measurements of a sinker introduced into the
reaction mixture over a period of time and extrapolating to
zero time. For components reacting at room temperature,
the density at the moment of mixing is determined by
calculation from the individual densities at 23 °C.

The density after curing is determined, at 23 °C, by buoy-
ancy measurements of a casting of the resin in silicone oil.

3 DEFINITION

For the purpose of this International Standard, the follow-
ing definition applies :

total volume shrinkage of a resin compound : The sum of
the shrinkage during curing of the resin compound and the
shrinkage of the cured casting during the cooling from
curing temperature down to room temperature.

4 APPARATUS

4.1 Balance, having an accuracy of * 0,001 g, and fitted
with a device for measuring density (preferably a high-
speed balance with a wide range on a projected scale).

4.2 Sinker, of mass 25+ 5 g, of known volume and coef-
ficient of expansion at curing and room temperatures.

4.3 Thermostatically controlled bath of silicone oil of
known density at curing and room temperatures.

4.4 Test tube, of length about 180 mm, and diameter
20 mm.

5 PROCEDURE

5.1 Determination of density of resin compounds that
cure at temperatures higher than room temperature

Determine the mass of the sinker by weighing in air. Deter-
mine its exact volume at the curing temperature by a buoy-
ancy method using silicone oil. Determine the mass of the
suspension wire by weighing in air.

5.1.1 Epoxy resins

Heat the components of the resin compound separately to
the reaction temperature and then mix, taking the moment
of mixing of the components as zero time. Immediately
after mixing, pour the mixture into the test tube. Then
suspend the sinker (preheated to the curing temperature) in
the resin compound and determine the apparent mass of
the sinker, including the suspension wire, as a function of
time (the measuring period depends on the resin compound
to be investigated, and is usually about 1 h).

From the values obtained, determine graphically the appar-
ent mass of the sinker, including the suspension wire, at
zero time.

5.1.2 Unsaturated polyester resins (see note 2)

Mix the non-reacting (see note 1) resin components together
and heat to the reaction temperature. Pour the mixture into
the test tube. Then suspend the sinker (preheated to the
curing temperature) in the non-reacting resin compound
and determine the apparent mass of the sinker, including
the suspension wire.

NOTES

1 Initiators used for curing unsaturated polyester resins, which are
normally peroxide compounds, should not be heated, because of the
danger of explosion.

2 As the level of initiator used in unsaturated polyester resin is
small (1 to 2 %), the density of the liquid polyester resin, without
initiator, is sufficiently accurate.
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