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Methods of testing

Plastics —

Part 7: Rheological properties —

Method 732D: Determination of

viscosity number of polycarbonate

moulding and extrusion materials

IMPORTANT NOTE. Before reading this method it is essential to read

BS 2782-0, Introduction, issued separately.
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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by the Plastics and
Rubber Standards Policy Committee (PRM/-) to Technical Committee PRM/21,
upon which the following bodies were represented:

British Plastics Federation

British Steel Industry

British Telecommunications plc

British Textile Confederation

Department of Trade and Industry (National Physical Laboratory)

EEA (the Association of Electronics, Telecommunications and Business
Equipment Industries)

Electrical and Electronic Insulation Association (BEAMA Ltd.)

Electrical Installation Equipment Manufacturers’ Association (BEAMA Ltd.)

GAMBICA (BEAMA Ltd.)

Ministry of Defence

Packaging and Industrial Films Association

PIRA

Plastic Industrial Containers Association
Plastics and Rubber Institute

RAPRA Technology Ltd.
Standards Association of Australia
Yarsley Technical Centre Ltd.
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National foreword

This British Standard has been prepared under the direction of the Plastics and
Rubber Standards Policy Committee and is identical with ISO 1628-4:1986
“Plastics — Determination of viscosity number and limiting viscosity number —
Part 4: Polycarbonate (PC) moulding and extrusion materials”, published by the
International Organization for Standardization (ISO).

Cross-references

International Standard Corresponding British Standard

ISO 1628-1:1984 BS 2782 Methods of testing plastics
Method 732A:1991 Determination of viscosity number:

general conditions
(Identical)

IS0 4793:1980 BS 1752:1983 Specification for laboratory sintered or
fritted filters including porosity grading
(Identical)

The Technical Committee has reviewed the provisions of ISO 3105:1976

and ISO 7391-1:1987, to which reference is made in the text, and has decided that
they are acceptable for use in conjunction with this standard.

WARNING NOTE. This British Standard, which is identical with ISO 1628-4,
does not necessarily detail all the precautions necessary to meet the requirements
of the Health and Safety at Work etc. Act 1974. Attention should be paid to any
appropriate safety precautions and the method should be operated only by
trained personnel.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
pages 1 to 6, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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