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BS 2782 : Part 9 : Method 931A : 1988

National foreword ' ‘
This method has been prepared under the direction of the Plastics Standards Committee and is identical with

ISO 3167-1983 ‘Plastics — Preparation and use of multipurpose test specimens’ published by the International
Organization for Standardization (1SO). The purpose of this method is to support cross-references in methods of test

or product specifications which are aligned with or refer to international standards that make reference to 1SO 3167 to
rationalize the variety of test specimen shapes required for compatible purposes.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. in British Standards it is current practice to use a full point on the baseline
as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.
Method designations reported for item a) of the test report (see clause 4) should be quoted by substituting ‘BS 2782 :
Method 931A’ for ‘1SO 3167°.

Cross-references

International standard Corresponding British Standard
BS 2782 Methods of testing plastics
ISO 178-1975 Method 336A : 1978 Determination of flexural properties of rigid plastics
{Identical)
1SO 179-1982 Method 359 : 1984 Determination of Charpy impact strength of rigid materials (Charpy ‘
impact flexural test)
(Identical)
1SO 180-1982 Method 350 : 1984 Determination of 1zod impact strength of rigid materials
(Identical}
ISO 306-1974* Methods 120A to 120E : 1976 Determination of the Vicat softening temperature of

thermoplastics
(Technically equivalent)

1ISO 2039-19731 Method 365D : 1978 Determination of hardness of plastics and ebonite by the ball
indentation method
(Identical)

ISO 2657/1-1976 Method 940A : 1981 Preparation of test specimens of amorphous thermoplastic moulding

material with a defined level of shrinkage in the form of parallelpipedic bars by compression
moulding and injection moulding

(ldentical)
1SO 2557/2-1986 Method 940B : 1988 Preparation of test specimens of amorphous thermoplastics with a
specified reversion by injection moulding rectangular plates
(ldentical)
The Technical Committee has reviewed the provisions of 1SO 75-1987, ISO/R 527-1966 and 1SO 1210-1982, to which
reference is made in the text, and has decided that they are acceptable for use in conjunction with this standard. .

A related British Standard to 1SO 75-1987 is BS 2782 : Methods 121A to 121C : 1976 ‘Determination of temperature
of deflection under a bending stress of 1.8 MPa, of plastics and ebonite. Determination of temperature of deflection
under a bending stress of 0.45 MPa, of plastics and ebonite. Determination of temperature of defiection under a bending
stress, of rigid thermosetting resin bonded laminated sheet’.

A related British Standard to 1SO/R 527 is BS 2782 : Methods 320A to 320F : 1976 ‘Tensile strength, elongation and
elastic modulus’. This edition of 1SO 527 is the edition currently available until the edition referred to in the footnote to
clause 2 is published by ISO. B

Method 6508A ‘Rate of burning (laboratory method)’ of BS 2782 : 1970 is related to 1SO 1210-1982.

There is no corresponding British Standard for SO 2818-1980, which is currently under revision, but the provisions

of BS 2782 : Method 930A : 1977 ‘Preparation of test specimens by machining’, which is identical with the 1974
edition of 1SO 2818, are acceptable for use in conjunction with this standard.

There are no corresponding British Standards for 1ISO 899-1981 or 1ISO 4600-1981 which are referred to for information
purposes only.

Warning note. This British Standard method, which is identical with 1SO 3167 -1983, does not necessarily detail all the
precautions necessary to meet the requirements of the Health and Safety at Work etc, Act 1974. Attention should be
paid to any appropriate safety precautions and the method should be operated only by trained personnel.

Compliance with a British Standard does not of itself confer immunity from legal obligations.

*1SO 306-1974 has been replaced by ISO 306 : 1987 which is to be implemented in the UK as a revision of BS 2782 : Methods 120A ‘
to 120E : 1976.

t1SO 2039-1973 has been replaced by 1S0O 2039-1 : 1987 which is to be implemented in the UK as a revision of 53 2782 ; Docu ments
Method 365D : 1978.
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