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Foreword

This British Standard has been prepared under the direction of the Textile Machinery Standards Committee. It is identical
with 1SO 98 — 1977 ‘Textile machinery and accessories — Spinning preparatory and spinning machinery — Covering
characteristics of top rollers’.

Part 1 of this revision is now published and is identical with ISO 2205. The remaining Parts 3 and 4 will be completed as
soon as the relevant international standards have been published (see Part 1 for full details).

Terminology and conventions. The text of the international standard has been accepted as suitable for publication,
without deviation, as a British Standard. Certain terminology and conventions are used, however, that are not identical
with those used in British Standards. Attention is therefore drawn to the following.

Where the words ‘International Standard’, relating to this publication, appear, they should be interpreted as ‘British
Standard’.

The comma has been used, in the footnotes, as a decimal marker. In British Standards it is current practice to use a full
point (a full stop on the baseline) as the decimal marker.

Cross reference. For the following reference to an International Standard that is given in the text, there is an equivalent
British Standard; this is given below.

Reference to international standard Equivalent British Standard
ISO 5233 Textile machinery and accessories — Bottom BS 2794 Textile machinery and accessories — Drafting
fluted rollers for drafting systems™ equipment for preparation and spinning machinery

Part 4 Bottom fluted rollers for drafting systems™

*In course of preparation.
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BS 2794 : Part 2 : 1977

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies the main dimensions
of top rollers, ready for use, i.e. with synthetic coverings. It
is applicable to spinning preparatory and spinning
machinery.

2 REFERENCE

ISO 5233, Textile machinery and accessories — Bottom
fluted rollers for drafting systems.V)

3 DIMENSIONS

3.1 Single boss top rollers

Single boss top rollers are used for spinning preparatory
machinery, for example drawframes and combers.
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FIGURE 1 — Diameters and covering widths for single boss
top rollers
d, = bare roller diameter
d, = diameter with covering (finished ground)

= width of covering

saddle force in decanewtons?!

covering without bevelled sides
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= covering with bevelled sides

1) At present at the stage of draft.
2) 1daN = 1,02 kaf
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TABLE 1 TABLE 2 TABLE 3

Bare roller Diameters Widths of

diameters with covering covering
(finished ground)

d, mm d, mm b mm
(16) 25 80
(18) 28 90

19 +32 100
22 35 110
25 38 125
28 40 140
30 45 160
35 50 180
40 55 200
45 60 220
50 65 250
55 70 280
60 75 315
65 80 355
70 85 400
75 90 450
80

over 80, step = 10 over 90, step = 5

NOTE — Do not use the values in brackets for new designs.
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