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National foreword

This British Standard has been prepared under the direction of the Textile Machinery Standards Committee. It is identical
with ISO 5233 ‘Textile machinery and accessories — Bottom fluted rollers for drafting systems’, published by the
International Organization for Standardization (1SO), Technical Committee 72, Textile machinery and accessories.

Parts 1, 2 and 3 of this revision are now published. They are respectively identical with 1SO 2205, 1SO 98 and 1SO 5235.
With the publication of this Part, the 1969 edition of this British Standard is superseded and will be withdrawn.

Terminology and conventions. The text of the international standard has been approved as suitable for publication,
without deviation, as a British Standard. Some terminology and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the following.

Where the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.
Cross-references
International standard Corresponding British Standard

1ISO 98-1977 BS 2794 Specification for textile machinery and accessories — Drafting equipment for
preparation and spinning machinery
Part 2 : 1977 Spinning preparatory and spinning machinery — Covering characteristics of

top rollers
(ldentical)
1SO 3464-1977 BS 5509 : 1977 Specification for textile machinery and accessories — Bearings for bottom
rollers and allied dimensions — Caps with central nose and caps with side lugs
(Identical)

ISO 94, referred to in clause 3, is currently being revised and it is intended to produce a dual-numbered British Standard
when the revised edition of 1SO 94 is available. In the meantime users of this standard should refer to 1SO 94 : 1972 for
the required information.
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BS 2794 : Part 4 : 1979

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies the diameters and the
widths of fluted bosses on bottom rollers for spinning
preparatory and spinning machinery.

2 REFERENCES

ISO 94, Textile machinery and accessories — Spindle gauges
for ring-spinning and ring-doubling frames.

ISO 98, Textile machinery and accessories — Spinning
preparatory  and  spinning machinery — Covering
characteristics of top rollers.

I1SO 3464, Textile machinery and accessories — Bearings for
bottom rollers and allied dimensions — Caps with central
nose and caps with side lugs.
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