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Foreword

(3S 2864 was first published In 1968, In this revision tho
dimansions speclfied have been metricated, and the shape
and dimensions of the bag holdars for both the single and
the two bag trolleys have been revised,
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A. Requirements and test methods for enamel and
plastics coating finishes
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1. Typleal single solled linen trolley 4
2. Typlcal twin bag solled linen trolley 4
3, Jointat A 4
In order to provide for buffering of the trolleys a new
requiremant has been included which, it is hoped, will
reduce the risk of damage to the fabrlc of hospital i}
bulldings.
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BS 2854 : 1879

British Standard Speciflcation for
Soiled linen trolleys

1. Scope

This British Standard specifles the materlals, dimer="ans
and construction of solled linen trollays, consisting of a
framework of steel tube supporting a disposable or
non-disposable bag. The standard also provides for a
double trolley to carry two bags,

2. Refarences .

The tltles of the standards publications refarred to in this
standard are listed on the Inside back cover,

3. Matorlals

The framework of both the single and twin bag trolleys
shall be slther of stalnless stoel tube elactrically welded
in accordance with grade 2 of BS 3014 or stael tube In
accordance with grade 11 of BS 1775, finish somli-bright,
The tube for the bag holder shall be 20 mm nominal
outside dlamatar; othar tubes shall be not less than

26 mm outsido diameter, All tubes shell be not less
than 1,6 mm In wall thickness, The platform to support
the bag shall be of stainless steel sheet In accordance
with grade 302526 or grade 304560 of BS 1449 : Part 2
and not less than 1.2 mm in thicknoss,

4. Dimaensions

4.1 The principal dimenslons of the single bag trolley
{sae flgure 1) and the doubla bag trolley {see figure 2)
shall bo as follows:

(a) overall halght: 840 mm;
{b) helght of platform above floor: 260 mm;

{0} Inside dimansions of bag holder: 370 mm x 370 mm,

The dimensions specifiad shall be subjeat to a tolerance
of £ 3mm,

4,2 The minimum dlstance between bag holders of the
double bag trolley shall be 100 mm,

B. Construction

8.1 General, The trollays shall conslst of a framework
of steel tubes to support disposable or non-disposable
bags,

8.2 Walding, Welding shall be in accordance with

BS 603, 85 3019 : Part 2 or BS 51306 as spplicable,
Thaore shall be no sharp edges or crevices that may
harbour dirt or foreign matter,

8.3 Framework

8.3.1 Single trolley. The bag holder shall be supported by
two vertical tubes partially flattened on the outside at
thelr upper ends (as illustrated at joint A In figure 3) and

welded flush to the Inner face of the holder, In order to
assist in retalning the turned-over bag.

A removabla stainlass steel sheet platform with turned
down edges shall ba fitted to spring over the base support
frame and the fit shall be such that the platform does not
rattle when the trotley Is moved. The platform area shall
be not less than 76 % of the Internal area of the bag holder,

6.3.2 Twin bag trolley (see figure 2), Tho framework shall
comprise two palirs of vertical tubes, each palr being Jolned
at the upper ends to a bag holder, the upper ends belng
flattenad as spacified in 6.3.1 and at the lower ends to a
longltudinal tie bar,

Any tle bars shall be so arrangod as to allow the bag to be
passed over the whole of the holders and kept in place
during fiiting.

Two removable stainless steel shoet platforms with turned
down edges shall be fitted to spring over the base support
frame and the fit of the platforms shall be such that they
do not rattle whan the trolley is moved.

The ares of sach platform shall be not loss than 76 % of
the Internal ares of each bag holder.

8. Castors

Each trollay shall be fitted with four castors that comply
with the requirements of BS 2009 ¢ Part 1, They shall
have expanding plug type spigots. The whaels shall be
100 mm nominal diamater,

7. Buffering

The trolleys shall be fitted with butfering (see figure 1
and figure 2) In order to minimize the risk of damage to
the fabric of the bullding, Butfsring shall comply with
the requirements of BS 4322,

8. Finish

8.1 Steel, Stael shall be finlshed with elther stoving
enamael or plastics coating which shall be applied strictly
In accordance with the manufacturer's Instructions,
The finish shal! present a smooth surface, It shall be
non-toxlo, and It shall comply with the requirements
statad In appendix A,

8.2 Stainless steel tube, The tube shall be finished bright,

8.3 Stainless steel sheet, The finish of stalnless steel sheat
shall be bright annealed in accordance with table 1 of
BS 1440 ¢ Part 2: 1975,

9. Racommended bag dimensions

The recommaended minimum d:ncﬂwlonmmmﬂnts
to be folded over the holder «:e: Gepth 760 mm and
clrcumferance 1660 mm,
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