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BS 2869 : Part 1 : 1988

Foreword

This Part of BS 2869 has been prepared under the direction
of the Petroleum Standards Committee. BS 2869 was first
published as a combination of earlier standards in 1957,
and subsequent revisions took place in 1967, 1970 and
1983. Since 1983 subsequent amendments have been
published. The present revision has been undertaken to
incorporate these amendments and introduce further
changes.

The European Committee for Standardization (CEN) has
been advised by the Commission of the European
Communities that it is likely to mandate CEN to prepare
a European Standard (EN) specification for automotive
diesel fuel. The opportunity of this revision has therefore
been used to split the standard into two Parts as follows:

Part 1 Specification for automotive diesel fuel

(class A1)

Part 2 Specification for fuel oil for agricultural and
industrial engines and burners (classes A2,
C1,C2,D,E, F,Gand H)

This change will facilitate the eventual implementation of
any resulting EN. The two Parts supersede BS 2869 : 1983,
which is withdrawn.

The determination of cold filter plugging point was sub-
stituted by amendment in the 1970 edition for the
determination of cloud point to define the low temperature
characteristics of classes A1, A2 and D fuels, and it has been
retained in this revision. However, following consideration
of meteorological data updated to 1985, the limit values
for cold filter plugging point of class A2 and class D fuels
were amended in 1986 (Amendment No. 2) to provide for
greater protection in cold weather conditions. In this
revision the winter limit for cold filter plugging point for
class A1 fuel has been reduced to - 15 °C as a result of
operating experience in cold winters.

Provision is also included in this revision for a reduction

in the limit for the cetane number from 50 to 48 from

1 October 1989. This change is needed to take account of
changes over the past 10 years or more in factors relating
to petroleum refining. These are primarily the changes in
composition of crude oil refined because of the nature of
North Sea crude and the reduction in the market for heavy

*Council Directive (75/715/EEC of the European Economic Community) on the approximation of the laws of Member States Boc(uments

the sulphur content of certain liquid fuels.
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distillates that have now to be converted into middle
distillates. The processes available for such conversions
tend to yield fractions having lower cetane numbers than
the straight distillate.

To compensate for the reduced cetane number additional
controls on the fuel quality are to be introduced at the
same time. These will assist in the calibration of the fuel
systems of vehicles. The limits specified are maximum and
minimum density, a maximum temperature for the
recovery of 50 % (V/V) of the distillate and a limit for
oxidation stability. A limit for cetane index has also been
added to restrict the dependence of the fuel on additives
to improve the ignition quality as specified by the cetane
number.

It is recognized that there are some applications where,

for technical or other reasons, limits different from those in
this standard or additional requirements may be necessary.
This standard does not cover such special applications,
which are matters for arrangement between the purchaser
and the vendor.

EEC Directive 75/715/EEC” restricts the sulphur content
of two types of gas oil, designated A and B. These designa-
tions are not equivalent to, and should not be confused
with, the designations assigned to classes of fuel oils in

BS 2869. Fuel oils complying with classes A1, A2 and D
of BS 2869 are considered to be subject to the provisions
of the Directive. The limit value for the sulphur content
of class A1 fuel is within the requirements of the Directive
and of the 1987 amendment to it (87/219/EEC).

The 1987 amendment to the EEC Directive will introduce
by 1 January 1989 a change in the method for determina-
tion of the sulphur content of gas oils from EN 41 (with
which BS 5379 is identical) to IP (Institute of Petroleum)
336. This change in relation to classes A1, A2 and D fuels
has been introduced with immediate effect for non-
statutory purposes pending the publication of an amend-
ment to the Statutory Instruments (see the footnote to
table 1).

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 6507

Amendment No. 1
published and effective from 21 December 1990
to BS 2869 : Part 1: 1988

— O

Fuel oils for non-marine use
Part 1. Specification for automotive diesel fuel (class A1)

Corrections

AMD 6507 Foreword
December 1990 . In line 21 of the second column delete ‘75/715/EEC*" and substitute ‘75/716/EEC’".
In the footnote delete ‘75/715/EEC’ and substitute ‘75/716/EEC’.
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