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THis BRriTIsH STANDARD, having been approved by the
Rubber Industry Standards Committee and endorsed by
the Chairman of the Chemical Divisional Council, was
published under the authority of the General Council on
24th September, 1957.

The Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract.

In order to keep abreast of progress in the industries
concerned, British Standards are subject to periodical review,
Suggestions for improvements will be recorded and in due
course brought to the notice of the committees charged with
the revision of the standards to which they refer.

A complete list of British Standards, numbering over 2500,

indexed and cross-indexed for reference, together with an

abstract of each standard, will be found in the Institution’s

Yearbook, price 13s.

This standard makes reference to the following British

Standards:

B.S. 381C Colours for ready mixed paints.

B.S. 903  Methods of testing vulcanized rubber.

B.S. 1911 Genuine hard soap.

B.S. 2050 Resistance of conductive and anti-static rubber
products.

British Standards are revised, when necessary, by the issue either
of amendment slips or of revised editions, It is important that
users of British standards should ascertain that they are in
possession of the latest amendments or editions.

The mark B.S. 2891 on the product is an assurance by the manufacturer
that the goods have been manufactured in full conformity with the
requirements of this British Standard,

The British Standards Institution is the owner of the registered certifi-
cation trade mark shown below. The presence of this certification mark
on a product is an independent confirmation that the product has been
manufactured in full conformity with the requirements of the relevant
British Standard.

This certification mark may be used by the manufacturer only under
licence from the B.S.I. and particulars of tlie conditions under which
licences are granted may be obtained from the Director, the British
Standards Institution, 2, Park Street, W.1.

The following B.S.I. references relate to the work on this By nts
Committee reference RUC/6 Draft for comment CX(RUC)2938
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CO-OPERATING ORGANIZATIONS

The Rubber Industry Standards Committee, under
whose supervision this British Standard was prepared,
consists of representatives from the following Govern-
ment departments and scientific and industrial organ-
izations:— '

Board of Trade

British Rubber Producers’ Research Association
*Federation of British Rubber and Allied Manufacturers’
~ Associations '

Institution of the Rubber Industry

Ministry of Supply

Natural Rubber Development Board

Research Association of British Rubber Manufacturers

Rubber Growers’ Association

The industrial organization marked with an asterisk
in the above list, together with' the following was
directly represented on the committee entrusted with
the preparation of this British Standard:—

Association of Hospital Matrons -

Association of Hospital and Welfare Administrators
British Association of Latex Foam Manufacturers 7
British Cellular Rubber Manufacturers’ Association ' !
British Mechanical Rubber Manufacturers’ Association s )
British Medical Association

British Rubber Hot-Water Bottle Manufacturers’ Association -
British Seamless Rubberwear Manufacturers’ Association
Institute of Hospital Administrators

Ministry of Health -

Purchasing Officers’ Association

Royal College of Nursing

Rubber Footwear Manufacturers’ Association

Rubber Proofers’ Association :

Rubber Surgical Equipment Manufacturers’ Association
Trades Union Congress
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BRITISH STANDARD SPECIFICATION FOR -

OPERATING TABLE COVERS OR PADS
OF CELLULAR -RUBBER

FOREWORD

This British Standard has been prepared with the collaboration of the
Federation of British Rubber Manufacturers® Association and is one of
a series which is being prepared for hospital use. The following standards
have already becn issuedi—

B.S. 1803  Surgical rubber gloves.

B.S, 1865 Air rings (hand made) for hespital use.

B.S. 1882 Rubber tubing for hospital use.

B.S. 1883 Rubber ward-dressing gloves and porters gloves.

B.S. 1884 Rubber post-mortem gloves.

B.S. 1898 Rubber ice-bags for hospital use.

B.S. 1970 Moulded rubber hot water bottles for hospital use.

B.S, 2055 Diagnostic rubber fingerstalls.

B.S. 2492 Inflatable rubber bed pans for hospital use.

B.S. 2506 Anti-static rubber footwear for use in hospitals.

B.S. 2507 Rubber aprons for hospital use.

B.S. 2508 Rubber-proofed bed sheeting for hospital use. ;

B.S. 2731  Natural rubber stomach tubes. ,

Appendix C gives recommendations for the storage and handling of

operating table covers,
-

SPECIFICATION
SECTION ONE: GENERAL

SCOPE

1. This British Standard specifies those rectangular operating covers
and pads of cellular rubber on which the patient lies or sits. Other pads
such as those used for head, arm, leg, pelvis, etc., supports are not pro-
vided for by this standard.

MATERIALS AND CONSTRUCTION

2. The covers shall consist of a sheet of cellular rubber completely covered
by an impervious rubber sheet. Both the cellular rubber and its cover
shall be properly vulcanized by heat and shall contain the necessary

compounding ingredients. The rubber shall not include any ingredient
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