BRITISH STANDARD BS 2989 : 1992

Specification for

Continuously hot-dip
zinc coated and iron-zinc
alloy coated steel flat
products: tolerances on
dimensions and shape
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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by the Iron and Steel
Standards Policy Committee (ISM/-) to Technical Committee ISM/10, upon
which the following bodies were represented:

British Railways Board

British Steel Industry

Cold Rolled Sections Association

Institution of Production Engineers

Society of Motor Manufacturers and Traders Limited

The following bodies were also represented in the drafting of the standard,
through subcommittees and panels:

British Welded Steel Tube Association

Coated Metals Limited

Department of the Environment (Property Services Agency)
International Tin Research Institute

Metal Roof Deck Association

National Association of Steel Stockholders

Paintmakers Association of Great Britain Ltd.

Zinc Development Association

This British Standard, having
been prepared under the
direction of the Iron and Steel
Standards Policy Committee,
was published under the
authority of the Standards
Board and comes into effect on
28 February 1992
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© BSI 1992 Amendments issued since publication

First published May 1958 Amd. No Date Text affected
Second edition December 1967 ’ ’

Third edition March 1975
Fourth edition June 1982
Fifth edition July 1991
Sixth edition February 1992

The following BSI references
relate to the work on this
standard:

Committee reference ISM/ 10
Draft announced in BSI News

August 1991 bocuments
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Foreword

This British Standard has been prepared under the direction of the Iron and Steel
Standards Policy Committee and is technically identical to BS 2989 : 1991 except for
the deletion of the structural qualities together with any reference to them in the text.

This standard, together with BS EN 10147, supersedes BS 2989 : 1991 which is
withdrawn.

The structural qualities are specified in BS EN 10147 which is published
simultaneously with this standard.

Work is going on in Europe to prepare a standard covering the dimensional
tolerances for coated products and when the project achieves European Standard
status it will be published as BS EN 10143 and this standard will be withdrawn.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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