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AEROSPACE SERIES

Bolt, 100° Countersunk head, Hi-Torque speed drive recess, 
close tolerance shank, UNJF thread, split pin hole option, 
titanium alloy, various finishes.

Classification: Rm 1100–1250 MPa (160 000–180 000 lbf/in2) 
at Ambient Temperature | +315 °C

Full document details: BS 2A 266 to 2A 271:2016+A1:2019

http://www.avadocuments.com/doc/bs-2a-266-to-2a-271-2016-a1-2019
http://www.avadocuments.com/doc/bs-2a-266-to-2a-271-2016-a1-2019


Publishing and copyright information

The BSI copyright notice displayed in this document indicates when the document was last issued.

© The British Standards Institution 2019

Published by BSI Standards Limited 2019

ISBN 978 0 539 00896 8

ICS 49.030.20

The following BSI references relate to the work on this document: 
Committee reference ACE/12 
Drafts for comment 15/30329889 DC, 18/30377244 DC

Amendments/corrigenda issued since publication

 Date  Text affected 
March 2019 A1. See Foreword. Scope: Caution note for cadmium plating; Table 3: Protective finish 

for A270

BS 2A 266 to 2A 271:2016+A1:2019� BRITISH STANDARD

© THE BRITISH STANDARDS INSTITUTION 2019 – ALL RIGHTS RESERVED

Full document details: BS 2A 266 to 2A 271:2016+A1:2019

http://www.avadocuments.com/doc/bs-2a-266-to-2a-271-2016-a1-2019
http://www.avadocuments.com/doc/bs-2a-266-to-2a-271-2016-a1-2019


		 Foreword	 ii
1	 Scope	 1
2	 Normative references	 1
3	 General requirements	 1

Figure 1 — Basic outline	 2
Table 1 — Dimensions (standard shank diameters)	 3
Table 1 — Dimensions (standard shank diameters)	 4
Table 2 — Dimensions (oversize shank diameters)	 5
Table 3 — Material and protective finishes	 5
Figure 2 — Length dimensions	 6
Table 4 — Length dimensions	 7
Table 4 — Length dimensions	 10

4	 BS part number	 13
Figure 3 — Example of full BS part number	 13

5	 Identification and marking	 13
Figure 4 — Typical disposition of the various markings	 13

Bibliography 14

Contents� Page

Summary of pages
This document comprises a front cover, and inside front cover, pages i to ii, pages 1 to 14, an inside back cover and 
a back cover.

BRITISH STANDARD� BS 2A 266 to 2A 271:2016+A1:2019

© THE BRITISH STANDARDS INSTITUTION 2019 – ALL RIGHTS RESERVED i

Full document details: BS 2A 266 to 2A 271:2016+A1:2019

http://www.avadocuments.com/doc/bs-2a-266-to-2a-271-2016-a1-2019
http://www.avadocuments.com/doc/bs-2a-266-to-2a-271-2016-a1-2019


Foreword
Publishing information

This British Standard is published by BSI Standards Limited, under licence from The British 
Standards Institution, and came into effect on 29 February 2016. It was prepared by Technical 
Committee ACE/12, Aerospace fasteners and fastening. A list of organizations represented on this 
committee can be obtained on request to its secretary.

Supersession

BS 2A 266 to 2A 271:2016 superseded BS A 266 to A 271:1977, which has been withdrawn.

BS 2A 266 to 2A 271:2016+A1:2019 supersedes BS 2A 266 to 2A 271:2016, which is withdrawn.

Information about this document
Text introduced or altered by Amendment No. 1 is indicated in the text by tags . Minor 
editorial changes are not tagged.

This British Standard has been prepared to provide a range of 160 000 lbf/in2 (1 100 MPa) to 
180 000 lbf/ in2 (1 250 MPa) titanium alloy bolts with UNJF profile threads and close tolerance 
shanks for aerospace use. The lengths of the bolts are in fractional increments. Dimensions for 
oversize shank diameters are also included.

When bolts are drilled for split pins, they are suitable for use with hexagonal castle nuts specified in 
BS A 242 to 245.

This was a full revision of the standard, and introduces the following principal changes:

• updating and/or providing additional alternative reference document numbers;

• adding alternative materials to the existing BS TA 28;

• adding reference document numbers for flushness control and the drive recess; and

• specifying a temperature rating relating to the strength class.

Presentational conventions

The provisions of this standard are presented in roman (i.e. upright) type. Its requirements are 
expressed in sentences in which the principal auxiliary verb is “shall”.

Commentary, explanation and general informative material is presented in smaller italic type, and does 
not constitute a normative element.

Contractual and legal considerations

This publication does not purport to include all the necessary provisions of a contract. Users are 
responsible for its correct application.

Compliance with a British Standard cannot confer immunity from legal obligations.
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	 1	 Scope
This British Standard specifies the materials, dimensions, finish and inspection requirements for 
titanium alloy bolts with 100° countersunk heads and UNJF threads for aerospace use.

NOTE	 The values in Imperial British units are to be regarded as the standard.

CAUTION. A269 has cadmium as a plating material, which has been restricted and/or banned for use in many 
countries owing to environmental and health concerns; they should not be used in new product designs. 
Local officials should be consulted about any concerns on using cadmium‑plated parts. 

In addition, cadmium plating on titanium parts has been documented to result in stress corrosion and 
also solid metal embrittlement (SME) when exposed to relatively low temperatures. Accordingly, BS A 270 
has been introduced as a replacement. When considering the use of cadmium plated titanium bolts, attention 
is drawn to Def Stan 00‑970 Pt.1/12 Section 4 Leaflet 8, which recommends certain limitations on their 
use.

	 2	 Normative references
The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies.

AMS 4967, Titanium alloy, bars, wire, forgings and rings, 6.0Al – 4.0V, annealed, heat treatable

BS A 346 (ISO 3161), UNJ threads – General requirements and limit dimensions

BS A 101, Specification for general requirements for titanium bolts

BS A 242 to 245, Specification for hexagonal castle nuts (of class 3B UNJ thread)

BS A 272, Specification for Hi‑torque speed drive recesses – Dimensions and gauging for countersunk 
head fasteners

BS A 273, Specification for gauging practice for 100° countersunk head fasteners for flushness control

BS EN 2133, Cadmium plating of steels with specified tensile strength ≤ 1450 MPa, copper, copper alloys 
and nickel alloys

BS EN 2808, Anodizing of titanium and titanium alloys

BS EN 3813, Titanium alloy TI‑P64001 (Ti‑6AI‑4V) – Annealed – Bar and wire for forged 
fasteners – De ≤ 50 mm

BS M 58 (ISO 8080), Specification for anodic coating of titanium and titanium alloys by the sulphuric 
acid process

BS TA 28, Specification for forging stock and wire of titanium–aluminium–vanadium alloy (tensile 
strength 1100–1300 MPa) (limiting ruling section 20 mm)

DTD 942, Anodizing of titanium and titanium alloys

SAE AMS 03‑19, Electro‑deposition of cadmium

SAE AS 5272, Lubricant, solid film, heat cured, corrosion inhibiting procurement specification

SAE ITC RS678, Fasteners, rolled threads, chamfers, lead threads and runouts

	 3	 General requirements

	 3.1	 The bolts shall be manufactured, inspected and tested in accordance with the requirements of BS A 101.
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	 3.2	 All bolts shall conform to the dimensions and tolerances given in Table 1, Table 2, Table 4 and Figure 1. 
Unless otherwise specified, the dimensions are those before the application of the protective finish.

	 3.3	 The principles of flushness control and recommended gauging practice shall be in accordance 
with BS A 273.

	 3.4	 The dimensions of the Hi‑torque speed drive recesses shall be as specified in BS A 272.

	 3.5	 The material and protective finish requirements shall be as specified in Table 3.

Figure 1 — Basic outline

a) Dimensions of bolt

b) Enlarged view of head
Notes
1) The thread lead and runout shall conform to the requirements of SAE ITC RS678.
2) See Figure 2 and Table 4 for length dimensions “E”, “L” and “M”.
3) The split pin hole option was originally designed to suit the hexagonal castle nuts specified in 
BS A 242 to 245.
4) Holes shall have the sharp edges removed.

The angular relationship of this hole to that of the drive recess is not important.
5) For flushness control and gauging of head and drive recess, see BS A 272 and BS A 273.
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