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Ground pressure test connections for aircraft pressure cabins

[ISO title: Aircraft — Ground pressure testing connections for pressure cabins]

Série aérospatiale. Raccords pour essais de pressurisation au sol de la cabine des aéronefs —
Spécifications

Luft- und Raumfahrt-Reihe. Anschliisse zur Priifung der Druckkabine von Luftfahrzeugen
am Boden

National foreword

This British Standard, prepared under the direction of the Aerospace Standards Committee, is a revision of British
Standard C11 : 1958 which is withdrawn. It is identical with 1ISO 11 : 1987 ‘Aircraft — General pressure testing
connections for pressure cabins’, published by the International Organization for Standardization (1SO).

ISO 11 : 1987 was produced as a result of international discussion in which the UK took an active part.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.

Cross-reference. The Technical Committee has reviewed the provisions of 1SO 725-1978, to which reference is made in
the text, and has decided that they are acceptable for use in conjunction with this standard.
NOTE. The latest revision of an Aerospace Series standard is indicated by a prefix number.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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British Standard
2C 11 :1988

1 Scope and field of application

This International Standard specifies the basic dimensional and
access clearance requirements for pressure testing connections
on pressurized aircraft for coupling with the hose unit or adap-
tor of ground pressurizing equipment. Three sizes of connec-
tion are specified as follows :

Connection bore Recommended cabin volume

22,22 mm" (0.875 in) Not exceeding 10 m3 (300 ft3)

46,04 mm (1.812 5 in) 10 to 45 m3 (300 to 1 500 ft3)

72,39 mm (2.85 in) 45 to 170 m3 (1 500 to 6 000 ft3)

?)VWThé 22,22 mm (0.875 in) bore connection should be used as the fitting for ducting pressure testing.
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2 Reference

IS0 725, /SO inch screw threads — Basic dimensions.

3 Requirements

3.1 Basic dimensions

The basic dimensions of the connections shall conform to the
requirements of the figure.

3.2 Access clearance

The clearance allowed around the connections shall be in
accordance with the figure.
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