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National foreword

This British Standard is a revision of British Standard in British Standards; attention is especially drawn to the
C 12: 1958 ‘Form of contact surface of aircraft jacking following.

pads’. It is identical with 1SO 43-1976 ‘Aircraft — Jacking
pads’ published by the International Organization for
Standardization (1SO).

Terminology and conventions. The text of the international
standard has been approved as suitable for publication,
without deviation, as a British Standard. Some terminology
and certain conventions are not identical with those used

Where the words ‘International Standard’ appear, referring
to this standard, they should read as ‘British Standard’.

The comma has been used as a decimal marker for metric
quantities. In British Standards it is current practice to use
a full point on the baseline as the decimal marker.
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2C 12: 1980

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies the profiles and dimensions of aircraft main and axle jacking pads and the clear space to

be provided around these pads.

2 REQUIRED CHARACTERISTICS

Aircraft jacking pads are to be limited to the six designs shown in figures 1 to 6, which specify the shape, size and clearances

to be provided around the pads.

FIGURE 1 — Main jacking pads for reactions less than 44,5 kN (10 000 Ibf)
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Dimension mm in Notes
a 76,2 3.000 Minimum clear space
b 28,6 1.125
r 1,6 0.062
rq 12,7 0.500 Spherical radius
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Dimension mm in Notes
a 76,2 3.000 Minimum clear space
b 30,2 1.187
r 1.6 0.062
rq 19,1 0.750 Spherical radius

2C 12: 1980

FIGURE 2 — Main jacking pads for reactions of 44,5 kN (10 000 Ibf) to 500 kN (112 000 ibf)
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Dimension mm in Notes
a 304 8 12.000 Minimum clear space
b 349 1.375
r 1,6 0.062
rq 31,75 1.250 Spherical radius

FIGURE 3 — Main jacking pads for reactions of 500 kN (112 000 Ibf) to 1 112 kN (250 000 Ibf)
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