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2F 119: 1982

(Superseding British Standard F 119)

UDC 629.7 : 677.494.675.074

British Standard Aerospace Series : Specification for

145 g/m?2to 210 g/m?2 nylon fabrics

Série aérospatiale : Spécification pour les tissus en nylon de 145 g/m? a 210 g/m?

Luft- und Raumfahrt-Reihe : Spezifikation fir Nylongewebe 145 g/m? bis 210 g/m?2

Foreword

This British Standard, one of a series for textiles of a quality -

suitable for aerospace purposes, is a revision of British -
Standard F 119 : 1964 which is therefore withdrawn.

During its preparation account has been taken of the fact
that some basic quality requirements are included in the
latest edition of British Standard F 100,

‘1. Scope

This British Standard spécifies the requirements for four
nylon fabrics for aerospace purposes, primarily for
parachute fabrics.

2. References

This standard makes reference to the following standards
publication.

F 100 Procedure for inspection and testing of textiles
The latest edition of this standard shall be used.

NOTE. The latest revision of an Aerospace Series standard is
indicated by a prefix number.

British Standards Institution

__Full document details: BS 2F 1179:'19872“ e

3. General requirements

In addition to the requirements specified in clauses 4 to 9,
the relevant clauses of sections one and two of the latest
edition of F 100 shall apply.

4. Yarns

4.1 Fabric no. 694-1 shall be manufactured from
continuous filament semi-dull medium tenacity nylon 6.6
yarn, nominally 67 dtex 20 filament.

NOTE. Yarn with a nominal tenacity of 49 cN/tex has been found
suitable.

4.2 Fabric nos. 694-4, 694-5 and 694-6 shall be
manufactured from continuous filament bright high
tenacity nylon 6.6 yarn, nominally 235 dtex 34 filament.

NOTE. Yarn with a nominal tenacity of 70 cN/tex has been found
suitable.
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5. Manufacture

Fabric no. 694-1 shall be manufactured using design A,
Fabrics no. 694-4, no. 694-6 and no. 694-6 shall be
manufactured using design B.
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Design B
NOTE. X denotes warp threads lifted.

Figure 1. Fabric designs
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6. Finish ‘
6.1 The fabric shall not be pressed or calendered and shall
be supplied as specified in the order, either

(a) scoured, or
(b) scoured and dyed.

6.2 Where dyeing is required, the colour shall be as
stipulated in the contract or order.

7. Construction and properties

The fabric in the finished state shall comply with the
requirements of table 1.

8. Air porosity

8.1 Each piece of finished fabric shall be tested and shall
have an average porosity as given in table 2. 1tis, however,
very desirable that the average porosity of the fabric shall
be as near as possible to the relevant mean figure shown in
table 2 and that the variation between the individual
readings should be as fow as possible.

8.2 |f the average porosity, though not complying with the ‘
requirements of table 2, is within the limits given in table 3,
two further series of tests shall be carried out on the same
piece and, in each case, the average porosity shall comply
with the requirements of table 2.

9. Identification

The fabric shall be identified for ordering purposes by the
number of this British Standard together with the relevant
designation given in table 1, and, if required dyed, the
colour.

NOTE. This identification may be codified: for example, fabric
no. 694-4 required dyed olive drab may be identified as
BS 2F 119/694-4/olive drab.
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