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Foreword

This British Standard, one of a series for textiles of a
quality suitable for aerospace purposes, is a revision of
British Standard F 122, During its preparation minor
changes only have been made to the technical require-
ments of the previous edition, but account has been taken
of the facts that some basic quality requirements are now
included in British Standard F 100 and that the ageing test
is not now included in that standard.

Specification

1. Scope

This British Standard specifies the requirements for two ply
cotton fabric for liferaft packs used for aerospace purposes.

2. References

This standard makes reference to the following standards
publications.

F 55 Medium-mass cotton fabric

F 100 Procedure for inspection and testing of textiles
The latest editions of these standards shall be used.

NOTE. The latest revision of an Aerospace Series standard is
indicated by a prefix number.

3. General requirements

In addition to the specific requirements stipulated
in clauses 4 to 9, the relevant portions of sections one
and two of F 100 shall apply.

4. Material and construction

4.1 The pack fabric shall consist of two straight plies of
cotton fabric with an interlayer.

4.2 The cotton fabric shall be dyed and rot-proofed
fabric No. 448 complying with the requirements of F 55.

4.3 The intertayer shall consist of an approved® vulcanized,
natural or synthetic, rubber compound. The compound
shall contain an approved* copper-inhibiting anti-oxidant
and shall not be cured by sulphur chloride.

5. Mass of coating interlayer

The mass of the interlayer, which shall be determined and
recorded during processing, shall be not less than 100 g/m?
nor more than 135 g/m?.

6. Flexibility

The flexibility of the coated fabric shall be such that the

average overhang is not greater than 10 ¢m in both the
warp and the weft directions.

7. Ply adhesion

The ply adhesion of the coated fabric shall be such that

aload of 3 kg gives separation of not more than 5 mm
in 5 min.

8. Effect of ageing

After the coated fabric has been tested in accordance with
appendix A, there shall be no cracks, separation of the
plies, softening or stickiness of the interlayer, or signs of
brittleness.

*For UK Services’ use, applications for approval should be addressed to the Director of Aeronautical Quality Assurance, P.Q.NM.2,
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9. Identification

The fabric shall be identified for ordering purposes by the
number of this British Standard and the colour required.
This identification may be codified. For example, fabric
required coloured khaki may be identified as

'BS 2F 122/khaki’.

Appendix A

Method of test for effect of ageing

A.1 Apparatus. The apparatus required is an oven
maintained at a temperature of 70 £ 2 °C.

A.2 Test specimens. From the test sample, cut two
specimens each at least 75 mm square.

A.3 Procedure. Test as follows.

{a) Suspend the specimens in the oven, one freely and
the other over water in a loosely closed vessel.
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{b) After 14 days remove the specimens from the oven
and allow them to stand at room temperature for
15 min.

{c) Subject each specimen to the following treatment:

(1) fold consecutively in two directions parallel to
the edges and at right angles to each other, so as to
reduce the exposed area to one quarter of its original
value, pressing each fold by rubbing the fingers and
thumb along it;

(2) unfold;

(3) fold again as in (1) along the same creases,
but with each fold reversed in direction.

{d) Inspect the specimens for cracks, separation of the
plies, softening or stickiness of the interlayer, and signs
of brittleness.

This British Standard, having been prepared under the direction of
the Aerospace Standards Committee, was published under the
authority of the Executive Board on 31 October 1978
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Copyright

Users of British Standards are reminded that copyright subsists in
all BS publications. No part of this publication may be reproduced
in any form without the prior permission in writing of BSI.

This does not preclude the free use, in the course of implementing
the standard, of necessary details such as symbols and size, type or
grade designations. Enquiries should be addressed to the
Publications Manager, 101 Pentonville Road, London N1 9ND
{Telephone 01-837 8801; Telex 23218).

Amendments issued since publication

Contract requirements
Attention is drawn to the fact that this British Standard does not
purport to include all the necessary provisions of a contract.

Revision of British Standards

British Standards are revised, when necessary, by the issue either
of amendment slips or of revised editions. It is important that
users of British Standards should ascertain that they are in
possession of the latest amendments or editions.

The following BSI references relate to the work on this standard:
Committee reference ACE/23 Draft for comment 77/78442 DC
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