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Foreword
		  Publishing information

This British Standard is published by BSI Standards Limited, under licence from The British 
Standards Institution, and came into effect on 15 April 1998. It was prepared by Technical Committee 
ACE/65, Non-metallic materials for aerospace purposes. A list of organizations represented on this 
committee can be obtained on request to its secretary.

		  Supersession

BS 2X 32:1998+A2:2020 supersedes BS 2X 32:1998, which is withdrawn.

BS 2X 32:1998 superseded BS X 32:1991, which has been withdrawn.

		  Relationship with other publications

This British Standard specifies requirements for a two pack pretreatment etch primer that can be 
used with British Standard X series primer and/or finishing schemes.

		  Information about this document

The start and finish of text introduced or altered by Amendments No. 1 and No. 2 is indicated in the 
text by tags  and . Minor editorial changes are not tagged.

This publication can be withdrawn, revised, partially superseded or superseded. Information 
regarding the status of this publication can be found in the Standards Catalogue on the BSI website at 
bsigroup.com/standards, or by contacting the Customer Services team.

Where websites and webpages have been cited, they are provided for ease of reference and are 
correct at the time of publication. The location of a webpage or website, or its contents, cannot 
be guaranteed.

The quality assurance authority and approving authority referred to in this British Standard are as 
stated in the contract or order, or the accredited representative of the authority stated, as instructed 
by the purchaser.

		  Hazard warnings

WARNING. This British Standard calls for the use of substances and/or procedures that can be injurious to 
health if adequate precautions are not taken. It refers only to technical suitability and does not absolve the 
user from legal obligations relating to health and safety at any stage.

CAUTION. This British Standard requires the use of a controlled hazardous substance [a Chromium 
(VI) compound] that has restrictions on its use and supply due to EU (REACH) and/or UK regulations. 
The user of this standard needs to take full responsibility, including due diligence up and down the supply 
chain, to ensure that the preparation and use of formulations containing this hazardous substance is carried 
out in compliance with all applicable legislation. This might include the permitted scope of the use of the 
substance (authorization procedures), control measures to ensure safe use, and the paint application 
conditions.

		  Presentational conventions

The provisions of this standard are presented in roman (i.e. upright) type. Its requirements are 
expressed in sentences in which the principal auxiliary verb is “shall”.

Commentary, explanation and general informative material is presented in smaller italic type, and does 
not constitute a normative element.
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Where words have alternative spellings, the preferred spelling of the Shorter Oxford English 
Dictionary is used (e.g. “organization” rather than “organisation”).

		  Contractual and legal considerations

This publication does not purport to include all the necessary provisions of a contract. Users are 
responsible for its correct application.

Compliance with a British Standard cannot confer immunity from legal obligations.
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