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THiS BRITISH STANDARD, having been approved by the
Chemicals Industry Standards Committee, was published
under the authority of the Executive Board on 7 March, 1972,

© British Standards Institution, 1972.

First published, September, 1958.
First revision, March, 1972,

SBN: 580 06838 2

The Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract.

In order to keep abreast of progress in the industries con-
cerned, British Standards are subject to periodical review.
Suggestions for improvements will be recorded and in due
course brought to the notice of the committees charged with
the revision of the standards to which they refer.

A complete list of British Standards, numbering over 5000,
fully indexed and with a note of the contents of each, will be
found in the British Standards Yearbook, which may be
purchased from BSI Sales Department. It may also be
consulted in many public libraries and similar institutions.

This standard makes reference to the following British

Standards:

BS 454. Lead-acid train-lighting accumulators (Planté and
Fauré type).

BS 612. Nessler cylinders.

BS 753. Density-composition tables for aqueous solutions
of sulphuric acid.

BS 846. Burettes and bulb burettes.

BS 1647. pH scale.

BS 1792. One-mark volumetric flasks.

BS 2021. Separating and dropping funnels.

BS 2461. Gas washing bottles.

BS 2550. Lead acid traction batteries for battery electric road
vehicles.

BS 3903. Methods of test for sulphuric acid.
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BS 3978. Water for laboratory use.

BS 4123. Schedule of preferred chemical indicators.

BS 4366. Industrial nitrogen. :

BS 4404. Method for the determination of arsenic (silver
diethyldithiocarbamate procedure).

British Standards are revised, when necessary, by the issue
either of amendment slips or of revised editions. It is important
that users of British Standards should ascertain that they are
in possession of the latest amendinents or editions.

The following BSI references relate to the work on this standard:
Committee reference CIC/8 Draft for comment 69/18185
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CO-OPERATING ORGANIZATIONS

The Chemicals Industry Standards Committee, under
whose supervision this British Standard was prepared,
consists of representatives from the following Govern-
ment departments and industrial organizations:

British Steel Industry
Chemical Industries Association
Department of Health and Social Security
* Department of Trade and Industry
* Department of Trade and Industry—Laboratory of the
Government Chemist
Fertilizer Manufacturers’ Association
Ministry of Agriculture, Fisheries and Food
* National Sulphuric Acid Association
Royal Institute of Public Health & Hygiene
Soap & Detergent Industry Association

The Government departments and industrial organiza-
tions marked with an asterisk in the above list, together
with the following, were directly represented on the
committee entrusted with the preparation of this
British Standard.

British Battery Makers’ Society

Ministry of Defence, Navy Department

Post Office

Society of Motor Manufacturers and Traders Ltd.
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