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Foreword

This Part of BS 3056 has been prepared under the direction  ation {ISO). The sizes given are a selection from the list

of the Refractory Products Standards Committee. given in the ISO standard, with additional longer bricks
This Part of BS 3056 is one of a series of new Parts intended introduced, as a result of recent new technology. The title
to cover bricks for a wide range of specific applications. of this Part of BS 3056 has been made more general in
The list of standard sizes given in this Part is based on that order to allow for the use of the same bricks in electric arc
given in 1SO 6019 ‘Refractory bricks — Dimensions — furnace side-walls and hearths.

Part 6 : Basic bricks for oxygen steel-making converters’,
prepared by the International Organization for Standardiz-  Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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1 Scope

This Part of BS 3056 specifies the sizes of basic refractory
bricks used in steel making. Bricks used in the construction
of electric arc furnace roofs are excluded from this Part and
are given in BS 30566 : Part 4.

NOTE 1. The tolerances on the sizes are not specified in this British

Standard, and may be the subject of agreement between the
manufacturer and purchaser.

NOTE 2. The titles of the publications referred to in this standard
are given on the inside back page.

2 Standard sizes

The sizes of basic refractory bricks for use in steel making
shall be as given in table 1.

All the bricks shall have a constant median dimension of
150 mm and a course height of 100 mm,

3 Size designations

The designations of the sizes shall be as given in table 1.

The first set of digits represents the length A of the bricks
. mm
in—~—

10" while the second set shows the taper B—C (in mm).

Table 1. Sizes of basic refractory bricks for steel making
D
A S \
Size Dimensions Radius of Volume of
designation vessel R brick
A B C D
mm mm mm mm mm L
25/60* 260 | 180 120 100 505 3.76
25/16* 250 | 158 142 100 2235 3.75
26/8* 260 | 154 146 100 4595 3.75
30/40* 300 | 170 130 100 985 4,50
30/20* 300 | 160 140 100 2115 4,50
30/8* 300 154 146 100 66156 4,50
36/40* 350 | 170 130 100 114b 5.2
35/20* 350 | 160 140 100 2470 5.25
35/8* 350 | 154 146 100 6430 5,25
40/40* 400 | 170 130 100 1310 6.00
40/20% 400 | 160 140 100 2820 6.00
40/8* 400 | 154 146 100 7350 6.00
45/40* 450 | 170 130 100 1475 6.75
45/20* 450 | 160 140 100 31756 6.75
45/8* 450 | 154 146 100 8270 6.75
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