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National foreword

This British Standard was prepared under the direction of The comma has been used throughout as a decimal marker.
the Fibres, Yarns and Fabrics Standards Committee and In British Standards it is current practice to use a full point
is identical with 1SO 4912 ‘Textiles — Cotton fibres — on the baseline as the decimal marker.

Evaluation of maturity — Microscopic method’ published Wherever the words ‘International Standard’ appear,

by the International Organization for Standardization referring to this standard, they should be read as

(I1SO). It is a revision of BS 3085 : 1968 which is now ‘British Standard’.

withdrawn. Cross-reference

Two options are described for classifying fibres and International standard Corresponding British Standard
attention is drawn to the fact that option 1 most closely ISO 1130-1975 BS 2545 : 1965 Methods of fibre
relates to the method employed in the previous edition sampling for testing

of this standard. (Technically equivalent)

Terminology and conventions. The text of the international A related British Standard for 1SO 139-1973, which is
standard has been approved as suitable for publication as a referred to in clause 2 for information only,

British Standard without deviation. Some terminology and  is BS 1051 : 1981 ‘Glossary of terms relating to the
certain conventions are not identical with those used in conditioning, testing and mass determination of textiles’.
British Standards; attention is especially drawn to the

following.
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BS 3085 : 1981

British Standard Method for

Evaluation of the maturity of cotton

fibres (microscopic method)

0 Introduction

The term “cotton fibre maturity”” is commonly used to signify
the extent of fibre wall development. For cottons of similar
length and perimeter, mature cottons (thick walled) generally
give fewer neps, are usually more lustrous, and dye deeper in
shade than immature (thin walled) cottons.

Immature fibres have the following characteristics :
1) they break easily during processing;
2) they have a tendency to form neps;

3) they have a tendency for becoming entangled around
leaf and trash particles, thus making cleaning more difficult
and increasing the amount of fibre removed as waste;

4) they have an adverse effect on yarn appearance:;
5) they do not dye evenly in shade.

Since cotton fibres vary in both wail thickness and perimeter,
fibre maturity is best characterized in terms of a ratio or average
percentage of maturity representing the average degree of wall
thickening, independent of perimeter. These values are derived
from visual comparisons of wall thickness with maximum fibre
width, after the fibres have been swolien in 18 % (m/m)
sodium hydroxide solution.

As measurement of the degree of wall thickening is too
laborious for most practical purposes, this method of deter-
mination of maturity of cotton fibres is an indirect test. It con-
sists of an appraisal based on judgment and experience, and is
suitable for routine research purposes.

1 Scope and field of application

This International Standard specifies a method for the evalua-
tion of the maturity of raw cotton fibres, or fibres taken from
cotton articles which have not been chemically processed.

It is applicable to test specimens taken at random. Annex B
describes other methods of sampling, based on fibre sorter
diagrams, or arranged fibres, which permit slightly more ac-
curate appraisals of fibre maturity.
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2 References

ISO 139, Textiles — Standard atmospheres for conditioning
and testing.

ISO 1130, Textile fibres — Some methods of sampling for
testing.

3 Definitions

For the purpose of this International Standard, the following
definitions apply. :

3.1 In the case of option 1, maturity ratio

3.1.1 dead fibres : Fibres which, after swelling, have a wall
thickness of one-fifth or less of the maximum fibre width.

Dead fibres are present in various forms, from flat ribbons
with no convolutions and little or no fibre wall (figure 2), to
highly convoluted forms with somewhat greater development
(figure 1).

3.1.2 normal fibres : Fibres which, after swelling, appear
rod-like with a discontinuous lumen.

Normal fibres have no well defined convolutions (figures 5 and
6).

3.1.3 thin-walled fibres : Fibres which, when swollen, can-
not be classed in the normal or dead groups (figures 3 and 4).

3.1.4 degree of fibre wall thickening : The ratio of actual
cross-sectional area of the wall to the area of the circle with the
same perimeter.

3.1.56 maturity ratio : The ratio of the degree of wall thicken-
ing to a standard degree of thickening selected arbitrarily to
equal 0,577.
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3.2 In the case of option 2, percent maturity

3.2.1 immature fibre : Fibre which, upon swelling, either
assumes a spiral form (figure 8) or lies flat, thinly outlined and
almost transparent (figure 9).

It has a wall thickness of less than one-fourth of the maximum
fibre width.

3.2.2 mature fibres : Fibres, the cell walls of which have
developed sufficiently so that, upon swelling, they become un-
convoluted and almost rod-like in shape (figure 7).

The wall width is equal to or greater than one-fourth of its
maximum width.

3.2.3 percent maturity : The average percentage of mature
fibres in a sample, based on the total number of fibres.

4 Apparatus and reagent

NOTE — Photographs and standard cotton samples are useful for
training and check testing purposes. (See annex A for sources of this
material.)

4.1 Microscope or microprojector, fitted with a
mechanical traversing stage and substage condenser, giving a
magnification of x 400, and equipped with a viewing aid such
as a projection device or white matt screen. A magnification of
x 150 may be used by agreement between the parties con-
cerned.

4.2 Microscope slides, cover glasses, glass rod,
dissecting needle.

4.3 Counters with registers, if required, for each fibre
classification.

4.4 Sodium hydroxide solution (gyg = 1,198 + 0,002
g/ml), diluted to 18 + 0,2 % (m/m).

5 Conditioning and testing atmosphere

Conditioning is not necessary and the test may be carried out in
any prevailing atmosphere. However, the fibres are easier to
mount when the atmosphere has a relative humidity of at least
40 % at the temperature used.

6 Preparation of test sample
Prepare the test sample by one of the following methods.

6.1 From the laboratory bulk sample previously treated by a
mechanical blender, take two series of five test samples, each
consisting of a tuft of about 2 mg. Double and draw each test
sample several times to mix and parallelize the fibres and so per-
mit the easy withdrawal of a test specimen.

6.2 Take two laboratory test samples of approximately 10 mg
in accordance with ISO 1130, using at least 32 and preferably
64 pinches of fibres taken from various parts of the laboratory
bulk sample. Double and draw each sample between the
fingers several times to mix and parallelize the fibres, and then
split it lengthways into five test samples of about equal size.

7 Preparation of specimens

7.1 The determination of fibre maturity shall be based on the
examination and classification of duplicate sets of five test
specimens, each test specimen containing 100 or more fibres
mounted on a slide. Each set of five test specimens shall be
prepared and tested by a different technician, as described
below.

7.2 Hold one end of the test sample between the thumb and
forefinger of one hand, and press the other end of the fibres
against the slide by using either the other forefinger or the edge
of a second slide. Pull the test sample gently, thereby pulling
out a few fibres. Repeat the process to obtain the 100 or more
fibres constituting a test specimen.

7.3 Spread the parallel fibres and evenly separate them to a
width of about 256 mm, taking care to keep their centres aligned
and using a dissecting needle to move them, while gently
holding them with the edge of the second slide or the edge of
the cover glass. Place a glass cover over the fibres and apply a
drop of the sodium hydroxide solution (4.4) to one corner. Tap
the cover glass gently to facilitate wetting of all the fibres and
to prevent air bubbles.

7.4 Repeat the procedure for the other four test specimens,
to obtain five test specimens. Swelling of the first test
specimen is then completed and the slide is ready for viewing.
(See annex B for other methods of preparing test specimens.)

8 Test procedure

8.1 Adjust the condenser of the microscope (4.1) to give
critical illumination and then move it slightly to obtain a
uniformly lighted field of view and a slightly exaggerated con-
strast between the fibre wall and lumen. Artificial lighting gives
a more constant light than daylight and is an aid to maintaining
the desired level of fibre classification.

8.2 Place the first mounted slide on the microscope stage so
that the centre portions of the fibres are in the field of view.
Move the slide across the stage perpendicular to the fibre axes
until the first fibre is encountered. Classify each fibre according
to one of the two following options.

a) option 1, maturity ratio :
1) dead fibre;
2) normal fibre;

3) thin walled fibre.
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