BS 3143:Part4: 1985

UDC [628.975:656.056] :625.7.096

British Standard
Road danger lamps

Part 4. Specification for high intensity
battery operated beacons
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BS 3143 : Part 4 : 1985

Foreword

This Part of BS 3143 has been prepared under the direction
of the Road Engineering Standards Committee. It is a
revision of BS 3143 : Part 4 : 1973 which is withdrawn.
This revision takes into account the provisions of the
Traffic Signs Regulations and General Directions 1981

(S1 859) as amended and current design practice.

High intensity beacons are generally mounted clear of the
road surface and where this is done the mounting system,
for instance integral legs, should permit the beacon to be
mounted at a height of between 800 mm and 1200 mm.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 4847

—

Amendment No. 1
published and effective from 28 February 1985
toBS 3143 : Part 4 : 1985

—D

Road danger lamps
Part 4. Specification for high intensity
battery operated beacons

Revised text

AMD 4847 Clause 3.2 Materials for gaskets
February 1985 In the note, in line 3, delete ‘(see CP 1014)".

AMD 4847 Publications referred to
February 1985 Delete the list of publications referred to and substitute the following.
‘BS381C : 1980 Specification for colours for identification, coding and special purposes
BS 800 : 1983 Specification for radio interference limits and measurements for household
appliances, portable tools and other electrical equipment causing similar
types of interference
BS 873 Road traffic signs and internally illuminated bollards
Part 1 : 1983 Methods of test
Part 6 : 1983 Specification for retroreflective and non-retroreflective signs
BS 5225 Photometric data for luminaires
Part 1 : 1975 Photometric measurements
BS 5490 : 1977 Specification for degrees of protection provided by enclosures
CP 1006 : 1955 General aspects of radio interference suppression
PD 6484 : 1979 Commentary on corrosion at bimetallic contacts and its alleviation

*CIE Publication No. 15, 1971, Colorimetry. Official CIE requirements’
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