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Textile machinery and accessories:

healds, heald frames and reeds

Part 1. Specification for flat steel healds for general use: dimensions

[I1SO title: Textile machinery and accessories — Flat steel healds for general use — Dimensions]

Matériel pour l'industrie textile: lisses, cadres a lisses et peignes
Partie 1. Spécification des lisses plates en acier d’usage général: dimensions

Maschinen der Textilindustrie: Schaftlitzen, Schaftlitzenrahmen und Rietblatter
Teil 1. Spezifikation flir Flache Schaftlitzen aus Stahl fiir allgemeine Zwecke: Mal3e

Foreword

This Part 1 of BS 3182 has been prepared under the
direction of the Textile Machinery Standards Committee.

It is identical with ]SO 363 ‘Textile machinery and
accessories — Flat steel healds for general use — Dimensions'.

Other Parts of BS 3182 are as follows:

Part 2 implementing 1SO 365 — 1976 “Textile machinery
and accessories — Twin wire healds for Jacquard weaving —
Dimensions’

Part 3 implementing ISO 568 — 1976 ‘Textile machinery
and accessories — Heald frames for single or double row of
heads — Designation of dimensions’

Part 4 implementing ISO 367 — 1976 ‘Textile machinery
and accessories — Metal reed with plate baulk — Dimensions’

Part 5 implementing ISO 571 — 1976 ‘Textile machinery
and accessories — Metal reeds with double-spring baulk —
Dimensions’

British Standards Institution

Full document details: BS 3182-1:1978

Additional Parts may be added following the publication of
further suitable international standards.

Terminology and conventions. The text of the international
standard has been accepted as suitable for publication,
without deviation, as a British Standard. Certain termino-
logy and conventions are used, however, that are not
identical with those used in British Standards. Attention is
therefore drawn to the following.

Where the words ‘International Standard’, relating to this
publication, appear, they should be interpreted as ‘British
Standard’.

The comma has been used as a decimal imarker. In British
Standards it is current practice to use a full point (a full
stop on the baseline) as the decimal marker.

Documents
Gr 2


http://www.avadocuments.com/doc/bs-3182-1-1978
http://www.avadocuments.com/doc/bs-3182-1-1978

BSI BSx3l&42 PART*1 78 EE lk24bbd 0LbL5578 b

BS 3182 : Part 1 : 1978

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies the dimensions of flat steel healds for use in the textile industry.
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