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Part 2. Specification for twin wire healds with inset mail for Jacquard weaving

[ISO title: Textile machinery and accessories — Twin wire healds with inset mail for Jacquard weaving]

Matériel pour I'industrie textile : lisses, cadres a lisses et peignes
Partie 2. Lisses a deux fils soudés avec maillon pour tissage Jacquard — Spécifications

Textilmaschinen und Zubehér : Webelitzen, Webeschafte und Webblatter
Teil 2. Rundstahlwebelitzen mit eingesetztem Auge fiir die Jacquard-Weberei

National foreword

This Part of this British Standard has been prepared under Some terminology and certain conventions are not identical
the direction of the Fibres, Yarns, Fabrics and Production with those used in British Standards; attention is especially
Standards Committee and is identical with 1SO 365-1982 drawn to the following.

‘Textile machinery and accessories — Twin wire healds with
inset mail for Jacquard weaving’, published by the
International Organization for Standardization (1SO).

This Part of this standard supersedes BS 3182 : Part 2 :
1978, v;hich is withdrawn. pe € Where the words ‘International Standard’ appear, referring

to this standard, they should be read as ‘British Standard’.

The comma has been used as a decimal marker. In British
Standards it is current practice to use a full point on the
baseline as the decimal marker.

Terminology and conventions. The text of the
international standard has been approved as suitable for Compliance with a British Standard does not of itself confer
publication as a British Standard without deviation. immunity from legal obligations.
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BS 3182 : Part 2 : 1983

1 Scope and field of application

This International Standard lays down the main dimensions of twin wire healds with inset mail for Jacquard weaving.

2 Dimensions
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Figure 1 — Heald
type A, with upper
and lower end
loops, O-shaped

b = internal width of upper end
loop

b, = internal width of inset mail

b, = diameter of lower end loop

d = thickness of wire
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25 mm max.
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Figure 2a) — Heald
type B, with upper
end loop straight
to be bent in
U-shape; lower
end loop, O-shaped
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Figure 2b) — Heald type B, with
upper end loop bent in U-shape;
lower end loop, O-shaped

length of upper end loop
length of inset mail

distance inside end loops

= distance from upper end loop to the centre

of inset mail.
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