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National foreword

This Part of this British Standard has been prepared under the direction of the Fibres, Yarns, Fabrics and Production
Standards Committee, and is identical with 1SO 570-1982 ‘Textile machinery and accessories — Heald carrying rods
for healds with closed ““O"-shaped end loops’, published by the International Organization for Standardization (1SO).

Terminology and conventions. The text of the international standard has been approved as suitable for publication as
a British Standard without deviation. Some terminology and certain conventions are not identical with those used in
British Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the
baseline as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.
Cross-reference

International standard Corresponding British Standard

1SO 363-1976 BS 3182 Textile machinery and accessories: healds, heald frames and reeds
Part 1 : 1978 Specification for flat steel healds for general use: dimensions
(Identical)

I1ISO 364-1983 Part 8 : 1984 Specification for types and dimensions of twin wire healds for weaving
machines with heald frames for closed ‘O’ shaped end loops
(Identical)

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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British Standard

Textile machinery and accessories:
healds, heald frames and reeds

Part 7. Specification for dimensions for heald-carrying rods and for closed ‘O’ shaped
end loops of healds for weaving machines with heald frames

1 Scope and field of application

This International Standard specifies the main dimensions and the co-ordination of heald carrying rods for healds with closed
""Q""-shaped end loops.

2 References

ISO 363, Textile machinery and accessories — Flat steel healds for general use — Dimensions.

ISO 364, Textile machinery and accessories — Twin wire healds for weaving machines. )

3 End loops of healds

Flat steel healds Twin wire healds
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