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Foreword ,
@®

This British Standard has been prepared under the direction
of the Furniture and Household Equipment Standards
Policy Committee. It is a revision of BS 3193 : 1967 which
is withdrawn.
Heat-resistant glass has not been included in this revision
because it is not toughened to the same degree as toughened
soda lime glass, and because it possesses a lower resistance
to thermal and mechanical shock. This revision is for
thermally toughened glass panels for domestic appliances;
these panels have to meet thermal shock and fragmentation
test requirements and large panels have to meet an additional
- impact test requirement. Because decorated glass cannot be
examined by polarized light, and because the test for
toughening is adequately covered elsewhere in the standard,
the polarized light test has not been included in this
revision. The light transmission requirement was not
considered to be a safety matter and is therefore not ‘
included in this revision. The method used to fit glass
panels into domestic appliances is very important.
Incorrectly fitted panels may become unduly stressed and
break. The advice given in the foreword of BS 3193 : 1967
has therefore been expanded and moved to an appendix.
It should be noted that this standard does not cover the
abrasion or chemical resistance of glass panels. The
performance of glass could deteriorate if it were subjected
to excessive or careless treatment with harsh abrasive
cleaning materials.
The purpose of this standard is to provide manufacturers
and users with an assurance that the glass panel will provide
a reasonable level of safe performance.
This British Standard calls for the use of test procedures
that may be injurious to health if adequate precautions are
not taken by the person carrying out the test. It in no way
absolves those responsible for testing from statutory
obligations relating to health and safety.

Compliance with a British Standard does not of itself .
confer immunity from legal obligations.
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