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National foreword

This Part of BS 3225 has been prepared under the direction of the Textiles and Clothing Standards Committee. It is
identical with 1SO 8116/2 ‘Textile machinery and accessories — Beams for winding — Part 2 : Warper’s beams —
Terminology and main dimensions’, which was published in 1985 by the International Organization for Standardization
(1SO). It is a revision of BS 3225 : Part 1 : 1980 which is withdrawn.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the
baseline as the decimal marker.

Wherever the words ‘part of 1SO 8116’ appear, referring to this standard, they should be read as ‘Part of BS 3225,
In clause 7 the words ‘ISO 8116/2’ should be read as ‘BS 3225 : Part 1'.

Cross-references

International standards Corresponding British Standards

ISO/R 286-1962 BS 4500 ISO limits and fits

Part 1 : 1969 General, tolerances and deviations
(Technically equivalent)

1SO 1940-1973 BS 5265 Mechanical balancing of rotating bodies
Part 1: 1979 Recommendations on balancing quality of rotating rigid bodies
(ldentical)
ISO 2013-1983 BS 6547 : 1984 Method for measurement of variations of form and position of beams in
textile machinery
(Identical)
1ISO 8116/1-1985 BS 3225 Beams for warping, sizing and weaving of textile yarns
Part 4 : 1986 Glossary of terms for winding beams
(Identical)

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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British Standard

Beams for warping, sizing and weaving of textile yarns

Part 1. Specification for main dimensions of, and terminology for, warper’s beams

1 Scope and field of application

This part of ISO 8116 defines the basic terms and lays down the
main dimensions, the variations of form and position and the
driving devices for warper's beams with and without shafts.

2 References

1SO 286, /SO system of limits and fits."

1) At present at the stage of draft. (Revision of ISO/R 286-1962.)
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ISO 1940, Balance quality of rotating rigid bodies.

ISO 2013, Textile machinery and accessories — Beams —
Method of measuring variations of form and position.

ISO 8116/1, Textile machinery and accessories — Beams for
winding — Part 1: Vocabulary.
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