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British Standard

Beams for warping, sizing and weaving of textile yarns

Part 3. Specification for profile threads for weaver's beams

[ISO title: Textile machinery and accessories — Recommended profile threads for weaver’s beams]

Ensouples d'ourdissage, d’encollage et de tissage des fils textiles
Partie 3. Profils de filetage des ensouples de tissage — Spécifications

Kettbdume zum Zetteln, Schlichten und Weben von Textilgarnen
Teil 3. Profilgewinde fiir Webkettbaume

National foreword

This Part of BS 3225, which has been prepared under the direction of the Fibres, Yarns, Fabrics and Production
Standards Committee, specifies details of screw threads for beam barrels to facilitate flange adjustment. It is identical with
ISO 6175-1983 ‘Textile machinery and accessories — Recommended profile threads for weaver’s beams’, published by

the International Organization for Standardization (1SO).

Part 1 of this British Standard deals with the main dimensions and terminology of warper’s beams and Part 2 with the
main dimensions and terminology of weaver’s beams.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in
British Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the
baseline as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard"’.
Cross-reference

International standard Corresponding British Standard

ISO 5241-1978 BS 3225 Beams for warping, sizing and weaving of textile yarns
Part 2 : 1979 Specification for main dimensions of and terminology for weaver's beams
(Identical)

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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BS 3225 : Part 3 : 1984

1 Scope and field of application

This International Standard specifies the main dimensions of profile threads for weaver’'s beams in order to facilitate an inter-

changeability of barrels and flanges.

2 Reference

ISO 5241, Textile machinery and accessories — Weaver’s beams — Terminology and main dimensions.

3 Dimensions

3.1 Type 1 threads
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Figure 1 — Type 1 threads

Table 1 — Type 1 threads
Values in millimetres

Full document details: BS 3225-3:1984

d, dy
D 0 + 0,15
-0,2 0
150 149,35 147,45
216 215,35 213,45
2
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