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Foreword
This British Standard has been prepared under the The comma has been used as a decimal marker. In British
direction of the Textile Machinery Standards Committee. Standards it is current practice to use a full point (a full

It is identical with 1SO 572 — 1976 ‘Textile machinery and  stop on the baseline) as the decimal marker.
accessories — Shuttles for pirn changing automatic looms —

] Cross reference. For the following reference to another
Dimensions’.

international standard that is given in the text, there is an
Terminology and conventions. The text of the international equivalent British Standard; this is as shown below:
standard has been accepted as suitable for publication,

without deviation, as a British Standard. Certain terminology Reference to international Equivalent British Standard
and conventions are used, however, that are not identical standard

with those used in British Standards. Attention is therefore ~ 1SO 143 — 1977* Textile BS 2098 : 1977 Textile
drawn to the following. machinery and accessories — machinery and

Where the words ‘International Standard’, relating to this Weft pirns for automatic accessories — Weft pirns
publication, appear, they should be interpreted as ‘British looms for automatic looms
Standard’.

*Note 1) to clause 2 is now inapplicable as the revision of ISO/R 143 — 1960 was published as ISO 143 in 1977.
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BS 3240 : 1977

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies the dimensions of 90° shuttles for pirn changing automatic looms used in the textile
industry.

2 REFERENCE

ISO 143, Textile machinery and accessories — Weft pirns for automatic looms.1)

3 DIMENSIONS

Dimensions in millimetres
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A = overall length of shuttle N = maximum diameter of full pirn (according to pirn type and
B = distance from tip of shuttle at jaw end to end of guide or cover shuttle type)

= clearance between guide or cover cnd pirn base as maximum P = width of shuttle at base
and minimum Q = thickness of back wall of shuttle
= diameter of pirn over rings (ISO 143) R = width between back and front walls of shuttle
= distance from tip of shuttle at eye end to nearest point of cut § = thickness of front wall of shuttle
out at base of shuttle T = height of shuttle at back wall
G = distance from back wall of shuttle to centre of tip V = height of shuttle at back wall
H = distance from base of shuttle to centre of tip W = angle of front wall with base
!l = length of pirn (1SO 143) X = angle of back wall with base
Dimensions in millimetres
PXT A axl
Narrow series Wide series (1SO 143)
42 X29 46 X29 385 24,4 X172
46 X32 50 X32 385 27,2 X172
46 X32 50 X32 410 27,2 X190
46 X35 50 X35 425 30,3 X200
46 X35 50 X35 450 30,3 X220
52 X39 - 450 34,0 X220
- 55 X42 450 34,0 X220
- 55 X42 475 34,0 X240
60 X46 - 475 34,0 X240

Documents

Document Sharing Hub

1) At present at the stage of draft. (Revision of ISO/R 143-1960.)
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