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Foreword

This Part of BS 328 has been prepared under the direction of theMachine,
Engineers and Hand Tools Standards Policy Committee. It was first published
in 1928; revised editions were published in 1950, 1959 and 1986. The 1959
revision was divided into Parts, twist drills being included in Part 1.
In the development of the subject matter covered by Part 1, the 1950 edition was 
the first to indicate preferred drill sizes as a means of rationalizing both the
production and the use of drills. The 1959 edition began to reflect the
international standardization of drills, the process continued in the 1986 edition.
The main purpose of the present edition is to reflect the international agreement 
on drill design.
With the exception of the imperial size extra long drills the contents of this Part 
of BS 328 relating to drill diameters, lengths, and tolerances are in accordance
with ISO 235, ISO 494, ISO 3291 and ISO 3292, published by the International
Organization for Standardization (ISO).
The flute lengths, overall lengths and design parameters specified in this 
standard have been arrived at after very full discussion at international level.
Special attention is drawn to the fact that, in addition to tabulating the preferred
sizes in which metric drills and imperial drills will normally be available,
comprehensive general tables are given for each type of drill; these ensure that 
drills with non-listed diameters, when specially required, will be made to
preferred shank, flute and overall length dimensions.
This Part of BS 328 supersedes BS 328-1:1986 which is withdrawn. Other Parts 
of BS 328 are:
— Part 2: Combined drills and countersinks (centre drills);
— Part 3: Specification for the dimensions of core drills;
— Part 4: Specification for dimensions of reamers;
— Part 5: Specification for the dimensions of countersinks and counterbores;
— Part 6: Countersinks, 90°, with parallel shanks and solid pilots 
(Identical with ISO 4205);
— Part 7: Counterbores with parallel shanks and solid pilots (Identical with
ISO 4206);
— Part 8: Spot drills (Identical with ISO 10898).

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii,
pages 1 to 34, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the
inside front cover.
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1 Scope
This Part of BS 328 specifies requirements for the
dimensions, design,materials, hardness values and
performance for twist drills made of high-speed
steel with either parallel orMorse taper shanks.
A method of test for the drills specified is given in
Annex A.
NOTE The requirements in this standard may also form the
basis for the specification of special purpose twist drills as agreed
between the buyer and supplier.

This British Standard is not applicable to
woodworking or do-it-yourself (D.I.Y) drills. Its use
is for drills manufactured for general engineering
applications.

2 References
2.1 Normative references
This Part of BS 328 incorporates, by reference,
provisions from specific editions of other
publications. These normative references are cited
at the appropriate points in the text and the
publications are listed on the inside back cover.
Subsequent amendments to, or revisions of, any of
these publications apply to this Part of BS 328 only 
when incorporated in it by updating or revision.
2.2 Informative references
This Part of BS 328 refers to other publications that 
provide information or guidance. Editions of these
publications current at the time of issue of this 
standard are listed on the inside back cover, but
reference should be made to the latest editions.

3 Definitions
For the purposes of this Part ofBS 328 the following
definitions apply.

3.1 Types of twist drill

3.1.1
parallel shank jobber series twist drill

a drill having two helical flutes and a parallel shank
of approximately the same diameter as the cutting
end

3.1.2 
parallel shank stub series twist drill

a shortened form of parallel shank jobber series 
twist drill, the reduction in length being in the flute
length

3.1.3 
parallel shank long series twist drill

a lengthened form of the parallel shank jobber series 
twist drill, the increase in length being in the flute
length

3.1.4
parallel shank extra long series twist drill

a lengthened form of the parallel shank jobber series 
twist drill, longer than the long series, the increase
in length being in the flute length

3.1.5
morse taper shank twist drill

a drill having two helical flutes and a standard
Morse taper shank

3.1.6 
morse taper shank extra long twist drill

a lengthened form of theMorse taper shank twist 
drill, the increase in length being in the flute length

3.2 Other terms

3.2.1
axis

the longitudinal centreline
NOTE See Figure 1.

3.2.2 
back taper (longitudinal clearance)

the reduction in diameter per unit length of drill
from the point towards the shank

3.2.3 
body

the portion of a drill extending from the extreme
cutting end to the commencement of the shank
NOTE See Figure 1.

3.2.4
body clearance

the portion of the body surface reduced in diameter
to provide diametral clearance
NOTE See Figure 1.

3.2.5
body clearance diameter

the diameter over that surface of the drill body
situated behind the lands
NOTE See Figure 2.

3.2.6 
chisel edge

the edge formed by the intersection of the flanks
NOTE See Figure 2.

3.2.7 
chisel edge angle

the obtuse angle included by the chisel edge and a
line from either outer corner to the corresponding
end of the chisel edge, the angle being measured in
a plane perpendicular to the drill axis
NOTE See Figure 2.
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3.2.8
chisel edge corner

a corner formed by the intersection of a lip and the
chisel edge
NOTE See Figure 2.

3.2.9
depth of body clearance

the amount of diametral reduction per side to
provide body clearance
NOTE See Figure 2.

Figure 1 — Twist drill terms. General features

Figure 2 — Twist drill terms. Point geometry
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3.2.10 
diameter, d

the measurement across the cylindrical lands at the
outer corners of a drill
NOTE See Figure 2.

3.2.11
face

the portion of the flute surface, adjacent to the lip,
on which the chip impinges as it is cut from the work
NOTE See Figure 2.

3.2.12 
flank

one of the surfaces on a drill point that extends 
behind a lip to the following flute
NOTE See Figure 2.

3.2.13 
flutes

the grooves in the body of a drill that provide lips,
permit the removal of chips and allow cutting fluid
to reach the lips
NOTE See Figure 1.

3.2.14
flute length, l

the axial length from the extreme end of the point to
the termination of the flutes at the shank end of the
body
NOTE See Figure 1.

3.2.15
heel

the edge formed by the intersection of the flute
surface and the body clearance
NOTE See Figure 2.

3.2.16 
helix angle

the angle between the leading edge of a land and the
drill axis
NOTE See Figure 3.

3.2.17 
lands

the cylindrically ground surfaces on the leading
edges of the drill flutes
NOTE See Figure 1.

3.2.18
land width

the width of the landmeasured at right angles to the
flute helix
NOTE See Figure 2.

3.2.19
lead of helix

the distance measured parallel to the drill axis 
between corresponding points on the leading edge of
a flute in one complete turn of the flute
NOTE See Figure 1.

3.2.20 
left-hand cutting drill

a drill that rotates in a clockwise direction when
viewed on the point end of the drill

3.2.21
lip (cutting edge)

the edge formed by the intersection of a flank and a
face
NOTE See Figure 2.

3.2.22 
lip clearance angle

the angle formed by a flank and a plane at right 
angles to the drill axis, normally measured at the
periphery of the drill
NOTE See Figure 2.

3.2.23 
lip length

theminimumdistance between the outer corner and
the chisel edge corner of a lip
NOTE See Figure 2.

3.2.24
outer corner

a corner formed by the intersection of a lip and the
leading edge of a land
NOTE See Figure 2.

3.2.25
overall length, L

the length over the extreme ends of the point and
the shank
NOTE See Figure 1.

3.2.26 
point

the sharpened end of a drill, consisting of all that 
part of the drill that is shaped to produce lips, faces,
flanks and a chisel edge
NOTE See Figure 2.

3.2.27 
point angle

the included angle of the cone formed by the lips
NOTE See Figure 2.

Figure 3 — Normal lead and helix
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3.2.28
quick helix angle

a helix angle that is larger in angular value (i.e. in
number of degrees) than the normal helix angle,
thereby shortening the lead of helix
NOTE See Figure 4.

3.2.29
rake angle

the angle between a face and a line parallel to the
drill axis
NOTE 1 At the periphery of the drill the rake angle is 
equivalent to the helix angle
NOTE 2 See Figure 2.

3.2.30 
relative lip height

the distance between two planes, perpendicular to
the drill axis, each of which passes through an outer
corner of the drill
NOTE See Figure 2.

3.2.31
right-hand cutting drill

a drill that rotates in a counter-clockwise direction
when viewed on the point end of the drill

3.2.32
shank

the portion of a drill by which it is held and driven
NOTE See Figure 1.

3.2.33 
slow helix angle

a helix angle that is smaller in angular value (i.e. in
number of degrees) than the normal helix angle,
thereby lengthening the lead of helix
NOTE See Figure 5.

3.2.34
web

the central portion of a drill situated between the
roots of the flutes and extending from the point 
towards the shank
NOTE 1 The point end of the web forms the chisel edge.
NOTE 2 See Figure 2.

3.2.35
web taper

the increase in the web thickness from the point of
the drill to the shank end of the flutes

3.2.36 
web thickness

the minimum dimensions of the web measured at 
the point end of the drill
NOTE See Figure 2.

4 Dimensions
4.1 Preferred sizes of drills shall conform to the
dimensions, andMorse taper shanks where
applicable, given in Table 1, Table 2, Table 3,
Table 4, Table 5 or Table 6.
4.2 Non-preferred sizes shall conform to the
dimensions, and Morse taper shanks where
applicable, given in Table 7, Table 8, Table 9 or
Table 10.
4.3 Shanks shall be either parallel without driving
tenon or ofMorse taper shank with tang.

5 Features of design
NOTE The helix angle is left to the manufacturer’s discretion.

5.1 General

Twist drills shall be supplied sharpened and ready 
for use. The flutes shall be designed so that the
cutting lips are equal.
Both right-hand and left-hand cutting drills may 
conform to this standard, but unless otherwise
ordered, a right-hand cutting drill shall be supplied.

5.2 Cutting diameter

The tolerance on the cutting diameter, d, of a drill,
as measured across the lands at the outer corners,
shall be as shown in Table 11 (i.e. h8 as specified in
BS 4500-1.1:1990 and BS 4500-1.2:1990).

5.3 Back taper

The drill diameter shall decrease by 
between 0.0002 mm and 0.0008 mm per millimetre
linear distance from the outer corner towards the
shank.
The total back taper shall not exceed 0.25 mm.
NOTE Below 6.0 mmdiameter, back taper is not a requirement 
but may be provided.

NOTE The lead is shorter than normal.

Figure 4 — Shorter lead and quicker helix

NOTE The lead is longer than normal.

Figure 5 — Longer lead and slower helix
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5.4 Parallel shank

The tolerance on the shank shall be h11 (as specified
in BS 4500-1.1:1990 and BS 4500-1.2:1990) for
shank diameters less than 6.0 mm.
For shank diameters 6.0 mm and above, the
tolerance shall be f11 (as specified in
BS 4500-1.1:1990 and BS 4500-1.2:1990).
The tolerance on cylindricity shall be 0.02 mm on
the shank length corresponding to the holding
surface of the collet.

5.5 Taper shank

Taper shank drills shall be provided withMorse
taper shanks with tang conforming to
BS 1660-1:1992.

5.6 Lengths

Drill overall and flute lengths shall be as given in
Table 1 to Table 10. The flute lengths ofMorse taper
shank extra long twist drills shall be as given in
Table 12.
The tolerance on overall length and flute length
shall be as given in Table 13.

5.7 Web thickness

The web thickness measured at the point of the drill
shall be sufficiently large to lie above the graphical
line in Figure 6.
NOTE 1 The webmay increase in thickness towards the shank.
NOTE 2 Theminimum web thickness based on general purpose
design may not be applicable for special purpose drills.

5.8Web centrality

The tolerance on the centrality of the web about the
drill axis in a plane perpendicular to that axis shall
not be greater than the values given by the
graphical line in Figure 7.

5.9 Flute divide

The maximum difference in pitch between the two
major cutting edges (lips) of a drill measured at the
outer corners shall not be greater than the values 
given by the graphical line in Figure 8.

5.10 Land width

The land widthmeasured at right angles to the drill
helix near the outer corner shall have the values 
given in Figure 9. The difference in land widths of a
drill shall not exceed one-third of the tolerance given
by the graphical lines in Figure 9.

5.11 Point angle

For general purpose twist drills, the point angle
shall be 118° ± 3°.
NOTE The tolerance of ± 3° also applies to other point angles 
and is an included angle tolerance.

5.12 Relative lip height

The maximum difference in height between the two
major cutting edges (lips) of a drill measured at the
outer corners shall be a value below the graphical
line in Figure 10.

5.13 Radial runout

The maximum radial runout,measured on the land
at the outer corner of the drill, shall not exceed the
values given in Figure 11.
NOTE For sizes over 2.0 mm the radial runout, r, as shown in
Figure 11, is calculated using the following formula:

6 Materials and hardness
6.1 Cutting portion

The material of the cutting portion of the drill over
the flute length shall be high-speed steel (HSS) as 
indicated in Table 14.
NOTE The choice of material of the remainder of the drill is not 
specified.

The hardness of the cutting portion of the drill
measured on the diameter land or adjacent relieved
land, shall lie within the following ranges:
HSS material: 780 HV to 900 HV;
high-speed steel with cobalt (HSCo) (HSS-E)
material: 820 HV to 950 HV.

The test load (see Annex A) shall be selected
according to the drill diameter.

6.2 Shank

The material shall be either the same as for the
cutting portion, or, when the shank is welded on, of
steel which ensures the material hardness specified
in this subclause.
When the twist drill is made entirely of high-speed
steel, the Vickers hardness of the shank shall be at 
least 240 HV. A shank which is welded on shall
have a Vickers hardness of at least 170 HV.
NOTE The quoted hardness values correspond respectively to
annealed high-speed steel or steel used for welded shanks 
following annealing after the welding process.

ForMorse taper shank twist drills with a nominal
diameter of 10.0 mm and above, the knock-out tang
shall have a Vickers hardness of at least 220 HV 30.

where
l is the overall length;
d is the drill diameter.

r 0.03 0.01 l
d
----+=
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Figure 6 —Minimum web thickness

Figure 7 — Tolerance on web centrality

Full document details: BS 328-1:1993

http://www.avadocuments.com/doc/bs-328-1-1993
http://www.avadocuments.com/doc/bs-328-1-1993


BS 328-1:1993

© BSI 09-1999 7

Figure 8 —Maximum permissible variation in flute divide
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7 Marking
Twist drills with diameters 3.0 mm and above shall
be marked with the following:
a) the drill size;
b) the high-speed steel designation (see 6.1);
c) the name or trade mark of the manufacturer or
distributor.

NOTE 1 Any additional marking is discretionary.
NOTE 2 The marking may be punched, etched or electrically 
inscribed, including the use of lasers.

The marking shall not hinder the clamping or
functioning of the tool. Punch marks shall not 
protrude more than 0.03 mm.

In the case of twist drills of under 3.0 mmdiameter,
the marking shall be applied to the packaging.

8 Performance
When tested in accordance with Annex A, twist 
drills of 3.00 mm or 1/8 in diameter and above shall
not seize, choke or fuse. The points and lips shall be
fit for further service on completion of the test.
NOTE Any tests on drills below 3.0 mm or 1/8 in diameter are
subject to agreement between manufacturer and purchaser.

Figure 9 — Land width
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