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Cooperating organizations

The Road Engineering Standards Committee, under whose direction this
British Standard was prepared, consists of representatives from the following
Government departments and scientific and industrial organizations:

Asphalt and Coated Macadam Association
Association of Consulting Engineers

British Quarrying and Slag Federation
British Tar Industry Association

Cement and Concrete Association

Concrete Society Limited

Contractors’ Plant Association®

County Surveyors’ Society

Department of the Environment (PSA)
Department of the Environment, Transport and Road Research Laboratory
Department of Transport*

Federation of Civil Engineering Contractors®
Federation of Manufacturers of Construction Equipment and Cranes*
Greater London Council

Institute of Petroleum

Institute of Quarrying

Institution of Civil Engineers*

Institution of Highway Engineers*
Institution of Municipal Engineers*
Institution of Structural Engineers

Ministry of Defence®

Refined Bitumen Association Ltd.

Road Emulsion Association Ltd.

Road Surface Dressing Association

Sand and Gravel Association Limited

Society of Chemical Industry

Twist Drill and Reamer Association

The organizations marked with an asterisk in the above list, together with the
following, were directly represented on the committee entrusted with the
preparation of this British Standard:

Agricultural Engineers’ Association

Associated Offices Technical Committee
Department of Industry, Mechanical Engineering
Health and Safety Executive

National Coal Board

Trades Union Congress

This British Standard, having
been prepared under the
direction of the Road
Engineering Standards
Committee, was published
under the authority of the
Executive Board on

31 May 1978
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First published January 1961
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The following BSI references
relate to the work on this
standard:

Committee reference RDB/21
Draft for comment 76/11809 DC
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National foreword

This British Standard is a revision of the 1961 version of and has been
prepared under the direction of the Road Engineering Standards Committee. It

is identical with [SO 5008 “Earth-moving machinery — Method for locating the
centre of gravity”. [SO 5008 was produced as a result of international discussions
in which the United Kingdom took an active part.

This revision of differs from the 1961 version in that it applies
specifically to earth-moving machinery and it now supersedes that edition.

Terminology and conventions. The text of the International Standard has
been approved as suitable for publication, without deviation, as a British
Standard. Some terminology and certain conventions are not identical with those
used in British Standards; attention is especially drawn to the following.
Wherever the words “International Standard” appear, referring to this standard,
they should be interpreted as “British Standard”.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
pages 1 to 7 and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. DOC uments
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