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o Bitumen-based coatings for cold application,
| suitable for use in contact with potable water

Revétements bitumineux déposés a froid, utilisables en contact avec I'eau potable — Spécifications
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Foreword | o

This revision of BS 3416 was prepared under the direction
of the Pigments, Paints and Varnishes Standards
Committee. Together with BS 6949 : 1988, it is a revisian
of BS 3416 : 1975, which is withdrawn.

BS 3416 has been revised in this way to satisfy the require-
ments of EEC Directive 80/778/EEC ‘The quality of water
intended for human consumption’ which specifies admiss-
ible concentrations and guide levels for a wide range of
parameters in respect of all drinking water and water used
in food and drink manufacture. It applies to the water at
the point where it is made available to the user. Compliance
with the EEC Directive is required by UK law.
The statutory water supplier has a responsibility to ensure
that the components of the water service connected to the
water supply do not adversely affect the quality of the
water supplied if that water is likely to be ingested or .
" could be back syphoned into a part of the service from
which it is likely to be ingested. The various water
authorities will therefore require evidence that bitumen-
based coatings in contact with potable water are satisfactory
in this respect.
All types and classes of bitumen-based coatings in BS 3416
give films that are suitable for use in contact with potable
water and that may be submitted for approval by the UK
Water Fittings Byelaws Scheme administered by the Water
Research Centre, 660 Ajax Avenue, Slough, Berkshire
SL14BG.
This revision also takes account of recent developments in
this type of paint enabling the use of mineral fillers and
alternative solvents.

This British Standard specifies requirements for two types
of bitumen coatings for cold application, each type having
three classes relating to the solvent system used for the
solution.

Attention is drawn to BS 6949, which specifies require- .
ments for bitumen-based coatings not intended for use

in contact with potable water.

Guidance on the use of these materials is given in
appendix A, and reference should also be made to

BS 5493 and to BS 6150.

Product certification, Attention is drawn to the fact that
bitumen-based coatings for use in contact with potable
water must be certified by the Water Research Centre
under the UK Water Fittings Byelaws Scheme in order to
comply with EEC Directive 80/778/EEC. For full details,
apply to The Water Research Centre, 660 Ajax Avenue,
Slough, Berkshire SL1 4BG.

Compliance with a British Standard does not itseif confer
immunity from legal obligations.
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