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National foreword

This Part of this British Standard has been prepared under the direction of the Agricultural Machinery and Implements
Standards Committee. It is identical with 1SO 5673-1980 ‘Agricultural tractors — Power take-off drive shafts for machines
and implements’, published by the International Organization for Standardization (1SO). This Part of this British Standard
together with Part 2, ‘Methods for testing guards’ and Part 3 which is in course of preparation will supersede BS 3417 :
1974. It is intended that Part 3 will specify requirements for power take-off guards. When all Parts of this British Standard
have been published BS 3417 : 1974 will be withdrawn.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.

Cross-references. The Technical Committee has reviewed the provisions of 1SO 500, 1SO 730/1 and 1SO 730/2, to which
reference is made in the text, and has decided that they are acceptable for use in conjunction with this standard.

1SO 2332 is listed in clause 3, but no reference is made to it in the text of the standard.

NOTE. The clevis shown in figure 3 has been incorrectly drawn upside down.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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Power take-off shafts and guards for tractors
and machinery for agriculture and forestry

Part 1. Specification for power take-off drive shafts

0 Introduction

The purpose of this International Standard is to assist the
designer in choosing adequate principles for the positioning of
power input connections to provide the best possible matching

conditions between different types of agricultural tractors and
implements to ensure interchangeability.

1 Scope
This International Standard specifies

— a system for classifying power take-off (PTO) drive
shafts;

— the requirements for PTO yoke bosses;
— the PTO drive shaft sizes;

— the positioning of the power input connection (PIC) for
PTO-driven implements;

— the clearance zones.

2 Field of application

This International Standard applies to PTQ drive shafts required

1) At present at the stage of draft.

Full document details: BS 3417-1:1984

“

for the connection of agricultural machines and implements to
agricultural tractors.

3 References

ISO 500, Agricultural tractors — Power take-off and drawbar
— Specification,

I1SO 730/1, Agricultural wheeled tractors — Three-point
linkage — Part 1 : Categories 1,2, and 3.

I1SO 730/2, Agricultural wheeled tractors — Three-point
linkage — Part 2 : Category 1 N (Narrow hitch).

IS0 2332, Agricultural tractors and machinery — Connections
— Clearance zone for the three-point linkage of implements.

4 Definitions (see also figure 1)

4.1 closed length : The distance between the centres of the
journal cross-assemblies, when the PTO drive shaft is fully
closed.

4.2 extended length : The distance between the centres of
the journal cross-assemblies, when the PTO drive shaft is fully
extended, without exceeding the maximum allowable
extension.
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