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Foreword

The method in this Part revision of this British Standard is that specified in |
ISO 3303, which was published in 1979 by the International Organization for
Standardization (ISO). The wording of the international standard has been
found generally suitable for use as a British Standard with the exception that
the tolerance specified for the smaller coaxial aperture diameter in method 8B
of £ 0.5 mm differs from the international standard in which the tolerance

of £ 0.2 mm is specified. This smaller tolerance was specified in the
international standard in error and ISO 3303 will be amended accordingly.
Further, conditioning is defined by reference to method 4 (i.e. Part 2 of this
British Standard) in lieu of reference to ISO 2231-1973 to which reference is
made in ISO 3303. The results obtained using method 8B should correspond
well with those obtained using method 8 of BS 3424:1973. However, the
present method calls for the use of a diaphragm correction factor whereas in
the 1973 edition a diaphragm correction is not made. Accordingly, in some
instances the resulting bursting strength using the present method 8B may be
lower than the bursting strength reported using the method in the 1973
edition.

Method 8A has been superseded by BS EN 12332-1:1999. |
This Part of this standard supersedes method 8 of BS 3424:1973.

IMPORTANT NOTE It is recommended that this Part be read in conjunction with the
information in Part 0 “Foreword and general introduction”.

A British Standard does not purport to include all the necessary provisions of
a contract. Users of British Standards are responsible for their correct
application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.
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