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National foreword

This Part of BS 3487 has been prepared under the direction of the Health Care Standards Committee. It is identical

with 1SO 5361-4 : 1987 ‘Tracheal tubes — Part 4 : Cole type’, which was published by the International Organization
for Standardization (1SO) and prepared under the direction of Technical Committee ISO/TC 121, Anaesthetic and
respiratory equipment. This Part of BS 3487 supersedes BS 3487 : Part 4 : 1986, which is withdrawn. It includes a minor
technical change to the tolerance in 7.2 from that in the previous edition following review by ISO/TC 121.

The other Parts of BS 3487 are:

Part 1 Specification for all types of tubes

Part 2 Specification for oro-tracheal and naso-tracheal tubes of the Magill type (plain and cuffed)

Part 3 Specification for tubes of the Murphy type

Part5 Specification and methods of test for tube collapse and cuff herniation
Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.
The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.
Wherever the words ‘part of 1SO 5361’ appear, referring to this standard, they should be read as ‘Part of BS 3487°.

Cross-reference

International standard Corresponding British Standard

1SO 5361-1 : 1984 BS 3487 Tracheal tubes
Part 1 : 1986 Specification for all types of tubes
(ldentical)

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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British Standard
Tracheal tubes

Part 4. Specification for tubes of the Cole type

0 Introduction

This part of 1SO 5361 is one of a series of International Stan-
dards dealing with anaesthetic equipment and medical
breathing machines; it makes provision for tracheal tubes of
the Cole type, i.e. the type with a small patient end for use with
infants. The narrowest part of the infant airway is the non-
distensible cricoid cartilage ring which is the main controlling
factor during tracheal intubation. Consequently, the size of the
‘acheal portion is the limiting factor which determines the
hoice of size of tube to be used.

rovision is made for a large number of sizes of tubes at close
1itervals so that the laryngo-tracheal portion of the Cole tube
1ay easily fit the cricoid ring without causing trauma or undue
ssistance to gas flow.

VARNING NOTE — Users are cautioned that in clinical
ractice the shoulder must not exert pressure on the
iryngeal tissues.

he larger lumen in the oral portion of the Cole type is provided
1ainly to enable the use of a tracheal tube connector of larger
ze than would otherwise be possible, to minimize resistance
» gaseous flow and to facilitate the introduction of a suction
atheter.

Scope and field of application

This part of ISO 5361 specifies general requirements for Cole
tubes for use in infants.

2 Reference

ISO 5361-1, Tracheal tubes — Part 1: General requirements.

3 Definitions

For the purposes of this part of ISO 5361, the definitions given
in 1SO 5361-1 and the following definitions apply.

3.1 Cole tube: Specialized tracheal tube combining a short
laryngo-tracheai portion of a small diameter and a longer oral
portion of larger diameter with transition from one to the other
resulting in a shoulder.

3.2 laryngo-tracheal portion: That portion of a Cole tube
of small diameter extending from the bevel tip to the point at
which there is an increase in the outside diameter.

3.3 oral portion: That portion of a Cole tube of a larger
diameter extending from the machine end to the point at which
there is a decrease in the outside diameter.

3.4 shoulder: That portion of a Cole tube at which transition
from the oral portion to the laryngo-tracheal portion occurs.

4 General

Cole tubes shall, unless otherwise specified, comply with the
general requirements for tracheal tubes specified in
ISO 5361-1.

5 Size designation

The size of Cole tubes shall be designated by the nominal inside
diameter of the tracheal portion of the tube, d, (see the figure),
expressed in millimetres.

6 Size range

The size range of Cole tubes shall be in accordance with the
table.

7 Dimensions

7.1 The dimensions of Cole tubes shall be in accordance with
the table and the figure.

7.2 The inside diameter (ID) shall be the nominal diameter
subject to a tolerance of +325 mm.

8 Bevel

8.1 Cole tubes shall have a bevel of 45° + 5° in relation to
the axis of the tube.
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