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Foreword:

This Part of BS 3531 has been prepared under the direction
of the Health Care Standards Committee and takes
cognizance of the work in progress within Technical
Committee 150, Implants for surgery, of the International
Organization for Standardization {1SO),

The Parts of BS 3531 currently published are as follows.

Part 1  Specification for basic requirements: finish,
marking and packaging

Part2  Specification for materials for metal surgical
implants

Part 3  Specification for forged components made of
wrought stainless steel, wrought titanium and
wrought titanium alloy

Part4 Specification for production of castings made
of cobalt-chromium-molybdenum alloy

Part& Specification for surgical bone screws of 4 mm,
3.5 mm and 3 mm nominal sizes, countersunk
surfaces on bone plates, twist drills, taps and
screwdrivers

Part 6 Specification for skeletal pins and wires

Part 7  Specification for acrylic bone cement

Part8 Specification for ceramic materials based on
alumina

Part 9 Specification for general requirements for
orthopaedic joint replacements

Part 10 Specification for classification, designation of
dimensions and general requirements for
partial and total hip joint replacements

Part 11 Specification for staples for use in orthopaedic

surgery

Full document details: BS 3531-22:1988

Part 12 Classification and designation of dimensions

for knee joint prostheses

Specification for bearing surfaces of hip joint
prostheses

Specification for medullary pins {(Rush type)
and introducer/extractors

Specification for devices for the fixation of
the ends of the femur in adults

Specification for surgical implants made of
heat-vulcanized silicone elastomer

Recommendations for the care and handling of
orthopaedic surgical implants

Spacification for surgical bone screws having
asymmetrical thread and spherical under-
surfaces

Specification for the dimensions of intra-
medullary nails of clover leaf and V-shaped
cross section made of stainless steel or cobalt-
chromium-tungsten-nickel alloy and dimensions
of extraction hooks

Specification for ultra-high molecular mass
polyethylene in powder form

Specification for ultra-high molecular mass
polyethylene in moulded form

Further Parts are in preparation.

Other British Standards on subjects related to orthopaedic
surglcal implants are BS 3607, BS 4106, BS 6324, DD 87
and DD 91.

Part 13
Part 14
Part 16
Part 16
Part 17

Part 18

Part 19

Part 20

Part 21

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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Recommendations

0 Introduction

Orthopaedic implants may be removed and retrieved from
the body for a variety of reasons, including routine removal,
upon completion of the treatment, removal at the time of

a revision operation and removal because of failure, either
of the treatment or of the implant itself. Implants may also
Lo removed post-mortem,

Care should be taken to ascertain the legal ownership of an
implant before any destructive tests are carried out. No
destructive test should be performed until permission has
been obtained from ali parties who have, or may have,

an interest in the outcome, It is important that this is borne
in mind where there is any likelihood of regulation or
litigation,

This Part of BS 3531 gives general guidance on procedures
for the retrieval, handling and examination of implants and
is intended to facilitate accurate comparison of results from
different centres. Procedures and methods are not described
in detail since they are many and varied, and will differ
depending on the circumstances pertaining to each case and
depending on the nature of the information required.

A summary of the stages involved in the handling and
examination of retrieved implants and associated tissue is
given for information in appendix A,

The examination of retrieved orthopaedic implants permits
analysis of the performance of implants and/or the materials
from which they are made, including the reactions of the
body tissues to the implant, The performance of any
individual implant depends on various interacting factors
and consideration needs to be given to design, materials,
surgical technique and patient factors, Patient factors have
often been ignored, even though It Is known that the
patient’s level of activity, mass and physiological reactions
may affect the acceptance and functional life of an implant.
For performance analyses to be effective, the maximum
possible data are required. A detailed analysis based on
only one parameter may lead to inaccurate conclusions and
such analyses should be avoided,

In drawing conclusions, a distinction should be made
beiween the mechanism of failure and the cause of failure.
This distinction is essential when determining whether the
failure is related to clinical factors or to implant factors.
Although the mechanism of failure of an implant is often
very easy to determine, e.g. fatigue breakage, the actual
cause of failure is multi-factorial and may be related to the
quality of materials, the techniques of implantation,
inappropriate patient activity, bone pathology, etc. Failure,
e.g. breakage, of the implant does not necessarily mean that
the problem is related to the device. A programme of
examining retrieved implants may readily lead to
identification of the mechanism of failure but the causes
of failure may be much more difficult to determine
without all available data, including clinical information,
being available,

It should be noted that a much more detailed testing and
repotting protocol than that given in this Part of BS 3531
will be required for clinical trials,

1 Scope

This Part of BS 3531 recommends procedures for the
retrieval, handling and examination of orthopaedic surgical
implants and associated tissue samples which have been
removed from the body, either living or post-mortem.

NOTE, The tities of the publications refarred to in this standaru a, e
listed on the Inside back cover,

2 Retrieval and sampling

2.1 Planning

Before starting to remove the implant, the availability of
up-to-date radiographs should be checked, and if necessary,
new radiographs taken. Radiographic records should be
made, even if the implant is to be removed post-mortem.
It should be noted that little or no useful information can
be obtained, or should be expected, from an implant
removed from a cadaver that has undergone cremation.
Itis important to decide what samples are required for
laboratory testing and when they should be taken, because
subsequent procedures such as washing and disinfection
can invalidate results. An obvious example is samples for
microbiological testing, which should be taken as soon as
the implant is exposed, but histolagical properties of body
tissue can also be affected.

2.2 Procedure

In order to allow the maximum information to be obtained,
the implant should be removed in a way which causes it
minimal damage but is consistent with the requirements of
surgical procedures. It is particularly important to protect
bearing surfaces of, for instance, a total joint replacement
and tho fracture surfaces of a broken Implant, However,
certain techniques of removal unavoidably cause damage,
e.g. drilling into the articular surface of a plastics acetabular
component,

During removal, note should be taken of the orlentation of
the implant and all component parts, For exarnple, screws
should be removed in such a way that their positions in a
bone plate may be identified subsequently, and they should
be placed in separate, shatter-proof containers, numbered
sequentially from proximal to distal, immediately upon
removal, The orientation of bone plates may be identified
by inserting a suture through the most proximal hole or slot.
Pleces of bone cement that have become detached from the
implant or bone should be retrieved and handled in the
same manner as the implant itself,

All observations regarding the condition of the imptant and
surrounding tissues before, during and after implant

removal should be recorded. A photographic record of the
implant in situ, of the surgical site and of the removed
implant is recommended. It may also be desirable to make

a preliminary examination of the implant immediately

upon removal (see 6.2). However, handiing of the implant
should be minimized and it should be placed In shatter-proof
protoctive or storage containers when not being examined.

2.3 Microbiological sampling

The advice of a microbiologist should be sought when
planning retrieval of an implant. Samples for microbiological
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