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BS 3543 ; Part 1 : 1972

THis BRITISH STANDARD, having been approved by the Ropes
and Cordage Industry Standards Committee, was published
under the authority of the Executive Board on 26 June, 1972,

© British Standards Institution, 1972,

First published, October, 1962,
First revision, June, 1972,

JSBN: 0 580 07051 4

The Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract.

In order to keep- abreast of progress in the industries
concerned, British Standards are subject to periodical review.
Suggestions for improvements will be recorded and in due
course brought to the notice of the committees charged with
the revision of the standards to which they refer.

A complete list of British Standards, numbering over 5000,
fully indexed and with a note of the contents of each, will
be found in the British Standards Yearbook, which may be
purchased from BSI Sales Department. It may also be con-
sulted in many public libraries and similar institutions.

This standard makes reference to the following British

Standards:

BS 1051, Glossary of terms relating to the conditioning and
testing of textiles.

BS 1610, Methods for the load verification of testing
raachines. '

BS 1957, Presentation of numerical values,

British Standards are revised, when necessary, by the issue either
of amendment slips or of revised editions. It is important that
users of British Standards should ascertain that they are in
possession of the latest amendments or editions.

The following BSI references relate to the work on this standard:
Committee reference RCT/11 Draft for comment 69/24175
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CO-OPERATING ORGANIZATIONS

The Ropes and Cordage Industry Standards Committee,
under whose supervision this British Standard was prepared,
consists of representatives from the following Government
departments and scientific and industrial organizations:

British Railways Board
British Tug Owners’ Association
Chamber of Shipping of the United Kingdom
Cotton Twine Manufacturers’ Association
Council of British Manufacturers of Petroleum Equipment
Department of Employment and Productivity
Department of the Environment
Department of Trade and Industry
Docks and Harbour Authorities’ Association
Federation of Soft Fibre Associations
*Hard Fibre Cordage Insfitute -
Home Office
Lloyd’s Register of Shipping
London Master Stevedores' Association
Ministry of Defence (Air Force Department)
Ministry of Defence (Army Department)
Ministry of Defence (Navy Department)
*Synthetic Cordage Manufacturers® Association

The industrial organizations marked with an asterisk in the
above list, together with the following, were directly rep-
resented on the Committee entrusted with the preparation of
this British Standard:

Agricultural Engineers’ Association

British Man-made Fibres Federation

British Plastics Federation

National Institute of Agricultural Engineering

Documents

Full document details: BS 3543-1:1972


http://www.avadocuments.com/doc/bs-3543-1-1972
http://www.avadocuments.com/doc/bs-3543-1-1972

BS 3543 : Part 1 : 1972

BRITISH STANDARD SPECIFICATION FOR

AGRICULTURAL BALER TWINES FOR
AUTOMATIC PICK-UP BALERS AND
SIMILAR MACHINES

Part 1. Sisal twines

FOREWORD

This standard has been prepared under the authority of the Ropes and Cordage
Industry Standards Committee in co-operation with the Agricultural Machinery
and Implements Industry Standards Commiittee,

. The range of twines covered should be sufficient to meet all agricultural needs
for harvesting twines for use under normal conditions, The standard has been
prepared with the full co-operation of the Hard Fibre Cordage Institute, the
Agricultural Engineers’ Association and other agricultural interests. Part 1,
which is issued here, is a revision of BS 3543 : 1962, and deals with sisal twines

A only. BS 3S 3543 Part 2 deals with polypropllene 1e fibrillated film twine..

—————— T \
‘The standard is smular to International Standard ISO 5080 ‘Sisal
agricultural twines’, but differs particularly in that the breaking load *
requirements for No.2 twine are more stringent in the British Standard.:

“In formulating this standard, the main difficulty’ arose from the inm
variability of the raw matevial, It was necessary to reconcile the trade practice of
working to average runnages and strength with the farmers’ need for twine qf
reasonably uniform diameter, so that tensioning and knotting mechanisms
would operate efficiently and without frequent re-setting, and for a minimum
strength sufficient to avoid breakages. This standard calls for a test of the
minimum strength and specifies the nominal runnage and the permissible
variation, and the minimum length of twine per spool.

SPECIFICATION

I. SCOPE

This British Standard classifies and covers the essential requirements of sisal
baler twine, used in the baling of straw, hay or similar crops, where the twine
is applied around a bundle of the crop by an automatic pick-up baler or similar
machine. Recommendations for the care and handling of the twine are given
in Appendix D.

NOTE. The titles of the British Standards referred to in this standard are listed on page 2,
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