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National foreword

This Part of this British Standard has been prepared under
the direction of the Ropes, Cordage and Netting Standards
Committee and is identical with 1SO 4167-1979
‘Polyolefin agricultural twines’, published by the
International Organization for Standardization (1SO).

This Part of this standard supersedes BS 3543 : Part 2 :
1973, which is therefore withdrawn.

Terminelogy and conventions. The text of the
international standard has been approved as suitable for
publication, without deviation, as a British Standard,
Some terminology and certain conventions are not
identical with those used in British Standards;
attention is especially drawn to the following.

The comma has been used throughout as a decimal
marker, In British Standards it is current practice to use a
full point on the baseline as the decimal marker.
Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as
‘British Standard’,

In 9.2.5.1 and 9.2,5.2, bold type has been used for the
symbol for linear density, instead of italic type as
required by convention.
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Cross-references

International Corresponding

standard British Standard

ISO 2076-1977 BS 4815 : 1972 Glossary of generic
’ names for man-made fibres
(Technically equivalent)

BS 5532 : 1978 Statistics —
Vocabulary and symbols
(Identical)

There are no corresponding British Standards for

1SO 2-1973 and 1SO 139-1973, to which references

are made in clauses 6 and 9.1 respectively, The technical
committee has reviewed the provisions of these
international publications and has decided that they

are acceptable for use in conjunction with this standard,

A related British Standard to 1SO 139-1973 is

BS 1051 : 1972 ‘Glossary of terms relating to the
conditioning and testing of textiles’.

1SO 3534-1977
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British Standard Specification for
Agricultural baler twines for automatic

pick-up balers and similar machines

Part 2. Polyolefin twines

1 Scope and field of application

This International Standard establishes the principal properties
of polyolefin!) agricultural twines, prescribes methods of test
permitting their verification and specifies the form of commer-
cial presentation for the twines.

NOTE — This International Standard deals only with Z-twist twine
since development work was concerned with this product only. It will
eventually be extended to cover untwisted and S-twist twine when the
appropriate work has been carried out.

2 References

1SO 2, Textiles — Designation of the direction of twist in yarns
and related products.

1SO 139, Textiles — Standard atmosphere for conditioning and
testing. '

1SO 2076, Man-made fibres — Generic names.

180 3534, Statistics — Vocabulary and symbals.

3 Definition

agricultural twine : A simple yarn intended to be used in
agriculture, notably for binding the bundles on automatic pick-
up balers or on similar machines.

4 Designation

A twine conforming to this International Standard is designated
by the term "‘agricultural twine”, followed by the name of the

material used, its code number and the number of this Interna-
tional Standard.

Example of designation : a polypropylene agricultural twine
having a runnage of 330 m/kg is designated as follows :

"Polypropylene agricultural twine No. 330/1SO 4167."”

5 Raw material

The raw material used for the manufacture of twine shall con-
sist of high-quality polyolefin.

Adequate stabilization against degradation by sunlight shall be
incorporated, Any ultra-violet (U.V.) inhibitor system may be
used, such as pigmentation by carbon black, iron(lll} oxide or
other suitable colouring medium or special U.V. inhibitors con-
sisting of, for example, selected nickel salts,

Attention is drawn to the fact that in some areas of the world a
more stringent level of stabilization may be necessary than in
others.

The colour of the twine shall be distinguishable from straw or
grass.

6 Manufacture

Each spool of twine shall be capable of working with continuity
throughout its length.

The twine shall have a Z twist (twist direction as defined in
1SO 2).
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1} The term "polyolefin implies principally polypropylene and high-density polyethylene.
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