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_B.S. 3587 : 1963

Tris BriTisSH STANDARD, having been approved by the
Chemicals Industry Standards Committee and endorsed by
- the Chairman of the Chemical Divisional Council, was
- published under the authority of the General Council on
11th February, 1963.

The Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract. -

In order to keep abreast of progress in the industries
concerned, British Standards are subject to periodical review.
Suggestions for improvements will be recorded and in due
course brought to the notice of the committees charged with
the revision of the standards to which they refer.

A complete list of British Standards, numbering over 4000,
indexed and cross-indexed for reference, together with an
abstract of each standard, will be found in the Institution’s
Yearbook, price 15s.

This standard makes reference to the following ™
‘B.S.I. publications: - '
B.S. 410, Test sieves, '

- -B.S. 1752, Laboratory sinfered or fritted filters,
B.S. 1792. One-mark volumetric flasks. )

:"CP110, The strixctura] use of concrete. i

'CP114.  Structural use of reinforced concrete L
in buildings, Ly

CP115.  Structural use of prestressed concrete in
. buildings,

_ CP116.  The structural use of precast concrete.”

BSI BSX3587 L3 WM 1b24hbd 01573k4 T mw

- British Standards are revised, when necessary, by the issue '
either of amendment slips or of revised editions. It is important .

that users of British Standards should ascertain that they are in
possession of the latest amendments or editions, ;

The following B.S.I. references relate. to the work on this standard :—
Committee reference CIC/14 Draft for comment AB(CIC)9431
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CO-OPERATING ORGANIZATIONS

The Chemicals Industry Standards Committee, under
whose supervision this British Standard was prepared,
‘consists of representatives from the following Govern-
ment departments and industrial organizations:
*Association of British Chemical Manufacturers
Board of Trade :

British Iron & Steel Federation

British Railways, The British Transport Commission
Fertilizer Manufacturers’ Association

Gas Council

Institution of Gas Engineers

Ministry of Health

National Sulphuric Acid Association

Royal Institute of Public Health & Hygiene
*War Office

The Government department and industrial organiza-
tion marked with an asterisk in the above list, together
with the following, were directly represented on the
technical committee entrusted with the preparation
of this British Standard: .

British Refrigeration Association

Institute of Refrigeration
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BRITISH STANDARD SPECIFICATIONS FOR
CALCIUM CHLORIDE, TECHNICAL

FOREWORD

The preparation of this Brifish Standard was authorized by the (.Ihemicals
Industry Standards Committee in order to provide specifications suitable for
the requirements of Government departments and other users. -

Specifications are given for two grades of material. One is of particular
interest to the refrigeration industry and a clause limiting the content of water-
insoluble material has been included for this grade. The other grade is suitable
for drying purposes.

SPECIFICATIONS -
SCOPE
1, This British Standard specifies two grades of calcium chloride. "That spgciﬁed f
<Tn Section One is suitable for use in_solution, for examplein the prepatation of
Fe—frfggfzit'iona‘brine’, in weed killers and in concrete mixes; itTa_t-speciﬁed in Section
-Two is suitable for drying purposes.” R
* NOTE. The use of calcium chloride in concrete mixes containing embedded metal .. . f E
Is not recommended. Attention is drawn in this respect to the recommendations of 2
CP110,CP114,CP 115 and CP 116, as amended in(_lf??;

SECTION ONE

HYDRATED CALCIUM CHLORIDE

DESCRIPTION )

2. The material shall consist essentially of hydrated calcium chloride,
CaCl,y.2H,0. It shall be free from foreign matter and visible impurities, and in
flake or granular form or solidified in the container in which it is supplied,

CALCIUM CHLORIDE CONTENT
3. The material shall contain not less than 70 per cent by weight of calcium
chloride, CaCl, determined by the method described in Appendix A,

MATTER INSOLUBLE IN WATER .
4. The material shall not contain more than 0-2 per cent by weight of matter '
insoluble in water, determined by the method described in Appendix'B, :

SULPHATE CONTENT '
5. The material shall not contain more than 02 per cent by weight of sulphate, -
calculated as calcium sulphate, CaSO,, and determined by the method
described in Appendix A.
ACIDITY AND ALRALINITY

6. a. A solution containing 20 g of the material dissolved in 100 ml of water
shall not be acid to bromothymol blue indicator. ".. Documents.
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