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British Standard
e Steel wire for hose reinforcement

Part 2. Specification for metallic coated steel wire
for the bonded reinforcement of hydraulic hoses

Fil d*acier pour le renforcement des tuyaux flexibles
Partie 2. Fil en acier & revétement métallique pour le renforcement collé
des tubes hydrauliques — Spécifications

Stahldraht fiir Schlaucheinlagen
. Teil 2, Stahldraht mit metallischem Uberzug fiir die Verbundeinlage von Druckwasserschlduchen
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Foreword ®

This Part of BS 3592 has been prepared under the direction
of the Iron and Steel Standards Committee and is a revision
of the 1972 edition which is withdrawn. As a consequence
of the detailed review, the scope of the two Parts of

BS 3592 has been changed. This Part has been significantly
revised and is now restricted to metallic coated patented
cold. drawn carbon steel wire in diameters 0.20 mm to

0.71 mm and of high tensile strengths. Part 1 now covers
all round and flat wires except for the very small diameter
wires.

To ensure to their satisfaction that products claimed to
comply with this Part of BS 3592 consistently achieve the

“required level of quality, purchasers ordering to this

standard are advised to specify in their purchasing contract
that the supplier operate a quality system in compliance
with BS 5750 : Part 2. ‘

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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