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BS 3678 : 1986

Foreword

This revision of BS 3678 has been prepared under the
direction of the Civil Engineering and Building Structures
Standards Committee. It supersedes BS 3678 : 1972 which
is withdrawn. This standard is complementary to BS 35672.
For permanently fixed steel ladders, reference should be
made to BS4211.

It is recommended that the specifier, or his representative,
be permitted access to where the hooks are made in

order that he may examine and sample the materials and
the finished hooks. Attention is drawn to the purchaser’s
right to require a certificate of compliance with this
standard and to a possible reference to it in the contract
between supplier and purchaser.

To ensure to their satisfaction that products claimed to
comply with this British Standard consistently achieve the
required level of quality, purchasers ordering to this
standard are advised to specify in their purchasing contract
that the supplier operates a quality system in accordance
with BS 5750.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 8079

Amendment No. 1
published and effective from 15 February 1994
to BS 3678 : 1986

Specification for access hooks for chimneys and other high
structures in steel

Revised text

Clause 3. Materials
In line 2, delete ‘BS 970 : Part 1’ and substitute ‘BS 970 : Part 3.

AMD 8079/February 1994

Clause 8. Method of fixing
In paragraph 2, line 3 delete ‘BS 970 : Part 1’ and substitute ‘BS 970 : Part 3'.

AMD 8079/February 1994

Publications referred to
Delete the entry for Part 1 of BS 970 and substitute the following:
‘Part 3 Bright bars for general engineering purposes’.

AMD 8079/February 1994
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