
BRITISH STANDARD

CONFIRMED 
JUNE 1998

BS 3680-10D:
1986
ISO 4365:1985

Measurement of liquid 
flow in open channels —

Part 10: Sediment transport —

Part 10D: Methods for determination of 
concentration, particle size distribution 
and relative density of sediment in 
streams and canals

[ISO title: Liquid flow in open channels — Sediment in streams 
and canals — Determination of concentration, particle size 
distribution and relative density]

UDC 532.543:627.157:531.755

Full document details: BS 3680-10D:1986

http://www.avadocuments.com/doc/bs-3680-10d-1986
http://www.avadocuments.com/doc/bs-3680-10d-1986


BS 3680-10D:1986

This British Standard, having 
been prepared under the 
direction of the Industrial-process 
Measurement and Control 
Standards Committee, was 
published under the authority of 
the Board of BSI and comes 
into effect on
31 January 1986

© BSI 11-1999

The following BSI references 
relate to the work on this 
standard:
Committee reference PCL/3
Draft for comment 82/26980 DC

ISBN 0 580 14904 8

Committees responsible for this 
British Standard

The preparation of this British Standard was entrusted by the 
Industrial-process Measurement and Control Standards Committee (PCL/-) to 
Technical Committee PCL/3, upon which the following bodies were 
represented:

Department of the Environment for Northern Ireland
Institute of Measurement and Control
Institution of Civil Engineers
Institution of Water Engineers and Scientists
Scottish Development Department
Water Authorities Association
Welsh Office

The following was also represented in the drafting of the standard, through 
subcommittees and panels:

Stc Water Regulations and Fittings Scheme

Amendments issued since publication

Amd. No. Date of issue Comments

Full document details: BS 3680-10D:1986

http://www.avadocuments.com/doc/bs-3680-10d-1986
http://www.avadocuments.com/doc/bs-3680-10d-1986


BS 3680-10D:1986

© BSI 11-1999 i

Contents

Page
Committees responsible Inside front cover
National foreword iii

0 Introduction 1
1 Scope and field of application 1
2 References 1
3 Definitions 1
4 Units of measurement 2
5 Properties of sediment 2
6 Sampling 2
7 Concentration 2
8 Particle size analysis 3
9 Determination of relative density 6

10 Determination of particle size distribution characteristics 6
11 Data processing 6
Annex A Determination of the concentration of suspended sediment 
by the evaporation method 7
Annex B Determination of the concentration of suspended sediment 
by the filtration method using filter paper 7
Annex C Determination of the concentration of suspended sediment 
by the filtration method using Gooch fritted glass crucibles 8
Annex D Determination of the particle size distribution 
of suspended sediment 9
Annex E Determination of the particle size distribution of 
bed load and bed material 11
Annex F Determination of relative density 29
Annex G Determination of particle size distribution characteristics 29
Figure 1 — Definition sketch 1
Figure 2 — Example of a histogram for presentation 
of particle size distribution 5
Figure 3 — Example of a frequency polygon for presentation of particle 
size distribution 5
Figure 4 — Example of a cumulative frequency curve for presentation 
of particle size distribution 6
Figure 5 — Hydrometer 10
Figure 6 — Particle diameter versus settling velocity 14
Figure 7 — Essential features of a mechanical siltometer for 
sediment (0,06 to 0,60 mm) 15
Figure 8 — Example of a bottom withdrawal tube 17
Figure 9 — Example of an Oden curve (constant depth, variable time) 19
Figure 10 — Visual accumulation tube 20
Figure 11 — Visual accumulation tube mechanisms 21
Figure 12 — Calibrated charts for the analysis of sands by the 
visual accumulation tube method using a 1 800 mm tube 25
Figure 13 — Calibration chart for the analysis of sands by the 
visual accumulation tube method using a 1 200 mm tube 26
Figure 14 — Typical curves from a visual accumulation tube 
analysis using a 1 200 mm tube 27

Full document details: BS 3680-10D:1986

http://www.avadocuments.com/doc/bs-3680-10d-1986
http://www.avadocuments.com/doc/bs-3680-10d-1986


BS 3680-10D:1986

ii © BSI 11-1999

Page
Figure 15 — Typical curves from a visual accumulation tube 
analysis using a 1 200 mm tube 28
Figure 16 — Determination of percentile points and geometric 
standard deviation 31
Table 1 — Time after which hydrometer readings are to be 
taken in relation to the temperature of the sample 9
Table 2 — Time taken for particles of diameter greater than 0,062 mm 
to fall through a 10 cm column of water at different temperatures 9
Table 3 — Deduced diameter, in micrometres, of sediment 
particles settling through a 2 m vertical column of water in various 
times and at different temperatures 16
Table 4 — Guide to selection of correct tube size 23
Table 5 — Computation of geometric mean diameter and arithmetic 
mean diameter 30

Full document details: BS 3680-10D:1986

http://www.avadocuments.com/doc/bs-3680-10d-1986
http://www.avadocuments.com/doc/bs-3680-10d-1986


BS 3680-10D:1986

© BSI 11-1999 iii

National foreword

This Part of BS 3680 has been prepared under the direction of the 
Industrial-process Measurement and Control Standards Committee and is 
identical with ISO 4365:1985 “Liquid flow in open channels — Sediment in 
streams and canals — Determination of concentration, particle size distribution 
and relative density”, published by the International Organization for 
Standardization (ISO).
Terminology and conventions. The text of the International Standard has 
been approved as suitable for publication as a British Standard without 
deviation. Some terminology and certain conventions are not identical with those 
used in British Standards; attention is drawn especially to the following.
Wherever the words “International Standard” appear, referring to this standard, 
they should be read as “British Standard”.
The comma has been used as a decimal marker. In British Standards it is current 
practice to use a full point on the baseline as the decimal marker.

The Technical Committee has reviewed the provisions of ISO 772:1978, to which 
reference is made in the text, and has decided that they are acceptable for use in 
conjunction with this standard.
A related British Standard to ISO 772 is BS 3680-1:1983 “Glossary of terms”.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Cross-references

International Standard Corresponding British Standard

BS 3680 Methods of measurement of liquid flow in open 
channels

ISO 4363:1977 Part 10B:1980 Measurement of suspended sediment
(Identical)

ISO 4364:1977 Part 10C:1980 Bed material sampling
(Identical)

Summary of pages
This document comprises a front cover, an inside front cover, pages i to iv, 
pages 1 to 31 and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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0 Introduction
In problems of sedimentation and sediment 
transport, a knowledge of the concentration and the 
characteristics of the sediment, such as particle size 
distribution and relative density, is of great 
importance. For this purpose, sediment samples are 
collected by suitable samplers and analysed in a 
laboratory. The results of the analysis are used in 
the calculation of sediment load, mean diameter and 
other characteristics.

1 Scope and field of application
This International Standard specifies methods for 
the determination of the concentration, particle size 
distribution and relative density of sediment in 
streams and canals.
The detailed methods of analysis are set out in 
annexes. Annex A, Annex B and Annex C deal with 
the determination of suspended sediment 
concentration by evaporation and filtration.
Annex D and Annex E deal with particle size 
analysis of suspended sediment and bed load and 
bed material sediment respectively. Annex F deals 
with the determination of the relative density of 
sediment, and Annex G with the determination of 
particle size distribution characteristics.

2 References
ISO 772, Liquid flow measurement in open 
channels — Vocabulary and symbols. 
ISO 4363, Liquid flow measurement in open 
channels — Methods for measurement of suspended 
sediment. 
ISO 4364, Liquid flow measurement in open 
channels — Bed material sampling. 

3 Definitions
For the purpose of this International Standard, the 
definitions given in ISO 772, together with the 
following, apply.

3.1 
bed load

the sediment in almost continuous contact with the 
bed, carried forward by rolling, sliding or hopping 
(See Figure 1.)

3.2 
bed material

the material, the particle sizes of which are found in 
appreciable quantities in that part of the bed 
affected by transport

3.3 
bed material load

that part of the total sediment transported which 
consists of the bed material and the rate of 
movement of which is governed by the transporting 
capacity of the channel (See Figure 1.)

3.4 
nominal diameter

the diameter of a sphere of the same volume as the 
given particle

3.5 
projected diameter

the diameter of a circle which just encloses the 
projected image of a particle when viewed in the 
plane of maximum stability

3.6 
sediment concentration

the ratio of the mass or volume of dry sediment in a 
water-sediment mixture to the total mass or volume 
of the suspension

Figure 1 — Definition sketch
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3.7 
sedimentation diameter

the diameter of a sphere having the same relative 
density and terminal settling velocity as a given 
particle in the same sedimentation fluid

3.8 
sieve diameter

the width of a square opening through which the 
given particles will just pass

3.9 
relative density

the ratio of the mass of a given volume of sediment 
to the mass of an equal volume of water

3.10 
suspended load

that part of the total sediment transported which is 
maintained in suspension by turbulence in the 
flowing water for considerable periods of time 
without contact with the stream bed. It moves 
practically with the same velocity as that of the 
flowing water; it is generally expressed as a mass or 
volume per unit of time (See Figure 1.)

4 Units of measurement
The units of measurement used in this 
International Standard are those of the 
International System of Units (SI) and litres.

5 Properties of sediment
5.1 General

The transport of sediment depends as much upon 
the properties of the sediment as upon the hydraulic 
characteristics of the flow. The properties of 
sediment are defined by individual particle 
characteristics and bulk characteristics.

5.2 Properties of individual particles

Sediment size is the most commonly used 
parameter to designate the properties of individual 
particles. While the size of sediment and its packing 
directly affect the roughness of the bed, the settling 
velocity of the particles characterizes their reaction 
to flow and governs the movement of the sediment. 
This in turn depends upon the relative density, 
shape and the size of the particle.

Since particles of natural sediment are of irregular 
shape, a single length or diameter has to be chosen 
to characterize the size. Four such diameters, 
i.e. nominal diameter, projected diameter, 
sedimentation diameter and sieve diameter, are 
used for different particle sizes or purposes (for 
example, sieve diameter for coarse and medium 
particles, sedimentation diameter for fine particles 
which are not usually separated by sieves). The 
nominal diameter has little significance in sediment 
transport, but is useful in the study of sedimentary 
deposits.

5.3 Bulk characteristics

As sediments consist of large numbers of particles 
differing in size, shape, relative density, settling 
velocity, etc., it is essential to find some parameters 
that can represent the characteristics of the group of 
particles as a whole. Therefore, a sample of 
sediment is usually divided into classes according to 
characteristics (size, settling velocity, etc.) and the 
percentage by mass of the total in each class is 
determined for the particular characteristic. 
Frequency distribution curves may be drawn from 
this data and their parameters (mean, standard 
deviation, etc.) determined.

6 Sampling
Samples of suspended sediment shall be collected as 
specified in ISO 4363.

7 Concentration
7.1 Suspended sediment concentration

7.1.1 Methods for determination of suspended 
sediment concentration

7.1.1.1 General

Suspended sediment concentrations may be 
determined by the following methods:

a) evaporation method;
b) filtration method;
c) hydrometer method (also used for 
determination of particle size).

Although the evaporation method [a)] requires less 
time, the filtration method [b)] has the advantage 
that the fractions collected can be photographed on 
the filters and are available for further 
examination. However, the filtration method is 
prone to greater loss of material, whereas in the 
evaporation method, the ratio of sample mass to 
tare mass is small. Therefore, no hard and fast 
guidelines can be provided for their choice, and each 
case should be judged on its merits.
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7.1.1.2 Evaporation method

The evaporation method is specified in Annex A.

7.1.1.3 Filtration method

7.1.1.3.1 The filtration may be carried out using 
either filter papers in conical glass funnels, or in 
Gooch, fritted glass or Alundum crucibles, with the 
application of a vacuum aspirator system to 
accelerate the passage of the filtrate.
The filtration method using filter papers and 
funnels is specified in Annex B.
7.1.1.3.2 Gooch crucibles consist of a small porcelain 
cup, with a capacity of approximately 25 ml, which 
can be adapted to a vacuum aspirator system. The 
flat circular base of the crucible is perforated with 
openings, each about 0,7 mm in diameter. Prior to 
filtration of a sample, a small portion of uniform 
asbestos fibre slurry should be firmly spread over 
the bottom of the crucible. This layer of asbestos 
which serves as the filtering medium should be 
uniform and provide a complete cover of the crucible 
base. This asbestos layering may be assisted by 
applying a vacuum.
The filtration method using Gooch crucibles is 
specified in Annex C.
7.1.1.3.3 A fritted glass crucible is similar in size 
and shape to a Gooch crucible, but is made of Pyrex 
glass. The base of the crucible is fusion fitted with a 
fritted disc insert available in three porosity grades 
(coarse, medium and fine). The particular grade 
should be selected according to the apparent 
classification of sample material. The method using 
fritted glass crucibles is similar to that of Gooch 
crucibles. However, in this method, the asbestos 
medium is replaced by circular microfibre glass 
filter and prefilter discs which should be firmly 
inserted over the fritted base of the crucible prior to 
filtration.
Fritted glass crucibles provide several advantages:

a) the filter discs facilitate the rapid preparation 
of crucibles for taring;
b) the loss of fine asbestos in the initial filtration 
is neglected;
c) the porosity of the filter discs is fine, so any loss 
in sample material is negligible.

7.1.1.3.4 Alundum crucibles are similar in size and 
shape to Gooch or fritted glass crucibles, but are 
made of fused aluminium oxide. There are plain and 
ignition types, available in three porosities (porous, 
medium porosity and dense). The particular type 
and porosity should be selected according to the 
nature of the sample.

The method of using Alundum crucibles is similar to 
that using Gooch or fritted glass crucibles 
(see Annex C). However, Alundum crucibles should 
be used without the addition of a filtering medium.
Alundum crucibles present four advantages:

a) the pores are fine, so the loss of material 
through them is negligible;
b) the crucibles are light in mass, which 
facilitates greater sensitivity in weighing 
operations;
c) the tare masses are less subject to change;
d) fine particles of asbestos from an asbestos 
layer are not lost in the initial filtration.

7.1.1.4 Hydrometer method

The hydrometer method is specified 
in Annex D, clause D.1. If the sediment 
concentration is low, however, the hydrometer 
method is not suitable, and an alternative method is 
suggested in Annex D, clause D.2.

7.1.2 Expression of concentration

The concentration of suspended sediment shall be 
expressed as the mass or volume of dry sediment per 
unit mass or volume of suspension.

7.2 Bed load transport

Bed load transport is usually expressed either as 
dry mass per unit of time, or apparent volume 
(including voids).

8 Particle size analysis
8.1 Particle size analysis of suspended 
sediment

For the analysis of particle size, suspended 
sediment may be classified in terms of 
sedimentation diameter as follows:

a) coarse sediment, comprising particles of 
diameter greater than 0,25 mm;
b) medium sediment, comprising particles of 
diameter 0,062 to 0,25 mm;
c) fine sediment, comprising particles of 
diameter less than 0,062 mm.

The methods of analysing suspended sediment of 
these classes are specified in Annex D.
NOTE In the case of suspended sediment, grading by particle 
size into divisions finer than 0,062 mm is usually not carried out 
because of the unimportance of accurately separating the small 
amount of solid particles that generally exist in suspension. If, 
however, closer separation between the coarse and medium 
sediments is required, it may be carried out by the procedure 
specified in 8.2 for bed load and bed material.
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8.2 Particle size analysis of bed load and bed 
material

For analysis of samples of the bed load or bed 
material for particle size distribution and mean 
diameter, samples are classified broadly into those 
of diameter greater than, and those of diameter less 
than, 0,5 mm. Classification of material in these 
two ranges is suitable in the computation of bed 
load.
The methods of analysing bed load and bed material 
are specified in Annex E.
The particle size distribution of sediment may be 
determined by sieving (when particles are all 
coarse), by a combination of sieving and settling 
velocity, or indirectly by measuring particle settling 
velocities in a column of liquid. It would be 
advantageous to use only one measure of diameter 
over the entire range of sizes for all sediments, 
preferably the sedimentation diameter, but this is 
not practicable since large particles will settle very 
rapidly in the sedimentation liquid, causing 
difficulties in dispersion, and would thus require 
larger equipment. On the other hand, sieve 
dimensions and the quantity of material available 
will set a limitation on the size of fine particles. 
Therefore, in practice, the coarser particles of 
suspended sediment (diameter greater 
than 0,25 mm) and the coarser particles of bed load 
and bed material (diameter greater than 0,5 mm) 
are analysed by sieving and all the finer material by 
sedimentation techniques. This may result in a 
small abrupt break in the particle size distribution 
curve, which may be adjusted by the use of the 
following approximate relationship between the 
diameters:

Dsd = 0,94 Dsa = 0,67 Dpd

where
Dsd is the sedimentation diameter;

Dsa is the sieve diameter;

Dpd is the projected diameter.

8.3 Expression of particle size distribution

8.3.1 Frequency distribution tables

Frequency distribution tables should be prepared to 
present the data from size analyses in an orderly 
form.

In order to draw up the frequency distribution, the 
total range of sizes (diameters in millimetres) is 
divided into intervals, called “class intervals”, the 
number of which will depend on the classes into 
which the sample has been divided. The percentage 
of the total mass of the sample falling within one of 
these intervals is tabulated against that interval. 
Thus, if an interval has limits of 0,10 mm 
and 0,08 mm, the percentage of the total mass of the 
sample falling within this size range is tabulated 
against the interval and called the frequency of that 
particular class interval.
For size distribution of coarser material, 
particularly for the analysis of bed load or bed 
material, the distribution is obtained with unequal 
class intervals, but for the size distribution of 
suspended material, a class interval of 0,02 mm is 
adopted over the range 0,062 to 0,50 mm. Particles 
larger than 0,50 mm and smaller than 0,062 mm 
are broadly classified as “class > 0,50 mm” and 
“class < 0,062 mm” respectively.

8.3.2 Graphical presentations

8.3.2.1 The data from a particle size analysis may be 
presented in three different graphical forms:

a) histograms;
b) frequency polygons and frequency curves;
c) cumulative curves or particle size summation 
curves.

The simplest manner of depicting the results of 
mechanical analysis is to prepare a histogram of the 
data. The diameter, in millimetres, is usually 
chosen as the independent variable, with the 
frequency as the dependent variable. In general, the 
class intervals are the abscissae, and, above each 
class, a vertical rectangle of width equal to the class 
interval and height proportional to the frequency in 
the class, is drawn (see Figure 2).
8.3.2.2 In addition to the use of histograms as 
frequency diagrams, a common statistical device is 
to indicate variations in frequency by means of a 
line diagram instead of rectangular blocks. Such 
frequency diagrams are called frequency polygons 
(see Figure 3).
8.3.2.3 Cumulative frequency curves are based on 
the original frequency distribution data, and are 
drawn by plotting ordinates which represent the 
total amount of material larger or smaller than a 
given diameter. Two types of cumulative curves are 
possible, the “more than” curve and the “less than” 
curve. Either may be used, as they provide the same 
type of information (see Figure 4).

Full document details: BS 3680-10D:1986

http://www.avadocuments.com/doc/bs-3680-10d-1986
http://www.avadocuments.com/doc/bs-3680-10d-1986


BS 3680-10D:1986

© BSI 11-1999 5

Figure 2 — Example of a histogram for presentation of particle size distribution

Figure 3 — Example of a frequency polygon for presentation of particle size distribution
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8.3.3 Basic distribution of bed material

Size distribution of bed material more or less follows 
logarithmic normal or log normal distribution, 
i.e. the logarithm of the variable is distributed 
normally.
The cumulative distribution function is defined by 
the equation:

Differentiation of the cumulative distribution 
function leads to:

P(x) dx = Ì (u) du

According to the definition:
Mean (log x) = log ¼

Variance (log x) = Mean {(log x – log ¼)2} = Ö2

Thus, the symbol ¼ does not denote the mean of the 
variate x, but ¼ is defined by log ¼ being the mean of 
log x.
NOTE The variate x in this case is “D”, the particle size 
diameter.

9 Determination of relative density
The method for the determination of the relative 
density is specified in Annex F.
NOTE From a knowledge of the relative density, the density 
may be computed.

10 Determination of particle size 
distribution characteristics
See Annex G.

11 Data processing
For both manual and automatic data processing, 
systematic forms and procedures are required, 
according to specific needs.

Figure 4 — Example of a cumulative frequency curve for presentation of 
particle size distribution
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