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National foreword

This Part of BS 3680 has been prepared under the direction of the
Industrial-process Measurement and Control Standards Policy Committee. It is
identical with ISO 8363 : 1986 ‘Liquid flow measurement in open channels —
General guidelines for the selection of methods’, published by the International
Organization for Standardization (ISO).

Cross-references

International standard Corresponding British Standard

BS 3680 Measurement of liquid flow in open channels

ISO 555/3 : 1982 Part 2C : 1983 Methods of measurement using radioactive
tracers
(Identical)

ISO 748 : 1979 Part 3A: 1980 Velocity-area methods
(Identical)

ISO 1438/1 : 1980 Part 4A :1981 Method using thin plate weirs
(Technically equivalent)

ISO 3455 : 1976 Part 8C : 1980 Calibration of rotating-element
current-meters in straight open tanks
(Identical)

ISO 4360 : 1984 Part 4B Triangular profile weirs
(Identical)

ISO 4369 : 1979 Part 3D : 1980 Moving-boat method
(Identical)

ISO 4374 : 1989 Part 4F : 1990 Round-nose horizontal crest weirs
(Identical)

ISO 4377 : 1990 Part 4G : 1990 Flat-V Weirs
(Identical)

ISO 6416 : 1985 Part 3E : 1986 Measurement of discharge by the
ultrasonic (acoustic) method
(Identical)

ISO 8333 : 1985 Part 41 : 1986 V-shaped broad crested weirs
(Identical)

The Technical Committee has reviewed the provisions of ISO 551/1, ISO 551/2,
ISO 772, ISO 2425, ISO 3847, ISO 4359, ISO 4371 and ISO/TR 9213 to which
reference is made in the text, and has decided that they are acceptable for use in
conjunction with this standard.

Related British Standards are as follows:

International standard Related British Standard

BS 3680 Measurement of liquid flow in open channels

ISO 555/1 : 1971 Part 2A : 1964 Constant rate injection

ISO 555/2 : 1985 Part 2B : 1986 Integration (gulp injection) method for
the measurement of steady flow

ISO 772 : 1988 Part 1 : 1983 Glossary of terms

ISO 2425 : 1982 Part 6 : 1973 Measurement of flow in tidal channels

ISO 4359 : 1981 Part 4C : 1981 Flumes

There are no related British Standards to ISO 3847, ISO 4371 or ISO/TR 9213.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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