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Co-operating organizations

The Pigment, Paints and Varnishes Industry Standards Committee, under
whose supervision this British Standard was prepared, consists of
representatives from the following Government departments and scientific and
industrial organizations:

Admiralty*

Air Ministry*

Association of British Chemical Manufacturers®

Board of Trade

British Colour Makers’ Association®

British Railways Board

Crown Agents for Oversea Governments and Administrations*®
D.S.I.R. — Building Research Station*

D.S.I.R. — Laboratory of the Government Chemist
Incorporated Institute of British Decorators*®

Lead Oxide Convention

London County Council*

London Transport Board

Ministry of Aviation*®

Ministry of Public Building and Works™*

National Federation of Builders’ and Plumbers’ Merchants*
0Oil and Colour Chemists’ Association®

Paint Manufacturers’ and Allied Trades Association
Paintmakers’ Association of Great Britain*

Post Office*

Research Association of British Paint, Colour and Varnish Manufacturers®
Royal Institute of British Architects®

Royal Institute of Public Health & Hygiene

Titanium Pigment Manufacturers’ Technical Committee*
War Office*

White Lead Convention

Zinc Development Association®

Zinc Pigment Development Association

The Government departments and scientific and industrial organizations
marked with an asterisk in the above list, together with the following, were
directly represented on the Committee entrusted with the preparation of
this British Standard:

Federation of Painting Contractors

Gas Council

Incorporated Association of Architects and Surveyors
Institution of Municipal Engineers

National Federation of Building Trades Employers

This British Standard, having National Federation of Master Painters and Decorators

been approved by the Pigment,
Paints and Varnishes
Industry Standards
Committee and endorsed by
the Chairman of the

Chemical Divisional Council,
was published under the
authority of the General

Council on
15 January 1964 Amendments issued since publication
© BSI 12-1999 Amd. No. Date Comments

The following BSI references
relate to the work on this
standard:

Committee references PVC/2,
PVC/2/10
Draft for comment D62/330
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Table I — Composition of paints
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